





General Data

General Data

® Performance scope
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® Productrange

Remark | pjil 5| Cpiiazs | CDIHSA6 CDI22 (D0 CDRIZIS CDING16 CDitz07 P2 | P42 |V'V'Hl’2°|"MHP42
50Hz
Nominal flow[m?/h] 1 2 3 4 8 12 16 20 32 42 20 42
Nominal flow[1/s] 0.28 0.56 0.83 L1 22 33 4.4 5.6 8.9 117 5.6 117
Flow range [m3/h] 0.4-2 1-3.5 1244 | 157 | 512 7-16 8-22 10-28 | 16-40 | 25-55 | 5-22 | 20-45
Flow range [1/s] 0.11-0.56]0.28-0.97 | 0.33-1.1| 0.42-1.9 | 1.4-3.3 1.9-4.4 22-6.1 2.8-7.8 |4.4-11.1/6.9-15.3| 1.4-5.6 | 5.6-12.5
Max. pressure[bar] 42 46 44 42 42 44 44 46 70 72 68 73
Power[kW] 2.57-44 | 337-6 | 3.37-6 | 437-8 | 8.25-15 | 12.5-22 | 17.2-30 | 19.6-37 | 37-74 | 55-110 60 104
Temp. ['C] —15~+120
Maxofficiency (%] | 42 | 4 | 2 | 56 [ e | @ [ e ® | [ s | s
Type
Vertical L] [ ] [ ] [ ] [ ] [ ] [ ] [ ]
Horizontal [ ] ° L] °
Pipelines
PIE coupling o [ e [ e o o | o | o o [o [ o[ o | o
System
Two pumps in serial [ ] [ [ ] [ ] [ ] [ ] [ ] [ ] L] [
e o o
Remark: Motor power is the total of two pumps in serial.
Reman G| o e e T T [t [t s | s v e
60Hz
Nominal flow [m?/h] 1 2 3 4 8 12 16 20 32 42 20 42
Nominal flow [1/s] 0.28 0.56 0.83 1.1 22 33 4.4 5.6 8.9 11.7 5.6 11.7
Flow range [m3/h] 0.6-2 1-4.5 155 | 258 | 7-14 7-19 10-26 12-34 | 2048 | 30-65 | 5-22 | 20-45
Flow range [1/s] 0.17-0.56]0.28-1.25| 0.42-1.4 | 0.7-2.2 | 1.9-3.9 | 1.9-53 2872 3.3-94 |55-13.3] 8.3-18 | 1.4-5.6 | 5.6-12.5
Max. pressure[bar] | 42 47 43 42 40 48 40 40 70 7 68 73
Power [kW] 3.37-6 | 4.55-8 | 4.37-8 | 5.75-11 | 11.75-22| 16.1-30 | 20.7-37 | 20.7-37 | 37-74 | 55-110 60 104
Temp. [C] —15~+120
Maxeffiiency(%] | 42 | 44 | 52 [ 56 [ el | @ [ o ® | B 5] & |
Type
Vertical L] [ ] [ ] [ ] [ ] [ ] [ ] [ ]
Horizontal [ ] ° L] [ ]
Pipelines
PIE coupling o [ e [ e o o | o | o o [o [ o[ o | o
System
Two pumps in serial [ ] [ [ [ ] ° [ ] [ ] [ ] L] [
S e . .

Remark: Motor power is the total of two pumps in serial.
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General Data

® Working conditions

® Definition of model

@ Thin,clean,non-flammable and non-explosive CDH 2 — 26

liquid containing no solid granules and fibers.

F

® Liquid temperature: Stage of pump
Normal temperature type: -15°C ~+70°C Rated flow(m3/h)
Hot water type: -15°C ~+120C High pressure pump
® Ambient temperature: up to +40°C
o Altitude: up to 1000m
HP 32 — 18 X 2

® Applications
@ Water treatment: Ultra-filter system Pump quantity(1 PC omitted)
® R/O system Stage for one pump
® Booster system Rated flow(m?/h)
@ High pressure flushing system High pressure pump

® Connection

® Water supply
® Sea water desalting R/O system(VMHP)

VMHP 42 — 10 — 2 X 2

@ Inlet & outlet: PJE connection
Pump quantity

-

® Motor Number of small impeller
® TEFC motor Stage for one pump
® Protection class: IP55 Rated flow(m3/h)
@ Insulation class: F High pressure pump

® Voltage: S0Hz, 3 x 380-415V for sea water desalting
3 x220-240/380-415V
3 x200-220/346-380V
1 x220-230/240V
60Hz, 3 x 200-230/346-400V
3 x220-255/380-440V
3 x220-277/380-480V

® Performance curve

G

Following conditions are suitable for the performance curves shown bellow:

1.All curves are based on the measured values of 50Hz: constant motor speed 2900rpm or 2950rpm,60Hz:
constant motor speed 3500rpm or 3540rpm.

2.Curve tolerance in conformity with ISO9906 Annex A.

3.Measurement is done with 20°C air-free water, kinematic viscosity of 1mm?/sec.

4.The operation of pump shall refer to the performance region indicated by the thickened curve to prevent
overheating due to too small flow rate or overload of motor due to too large flow rate.
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General Data

@® Features

@ High pressure

® Y2 series standard motor

@ Simple structure, reliable, high efficient, light and aesthetic
@ Cartridge mechanical seal, easy for service.

® Pumpl.CDH

® Two pumps (CDLF & CDH) in serial produce 48 bar high pressure.

® CDLF pump supplys water, CDH is specially designed high pressure pump. The catalogue only gives tech-
nical information.

® CDH pump is non-priming vertical multistage centrifugal pump installed standard motor. Motor is coupled
with pump shaft. Staybolts fix cylinder, wetting parts between pump head and inlet & outlet chamber. Inlet &
outlet chamber and pump base are in the same line. Rotating direction is the reverse direction of water supply
pump, chambers are reverse. The pumped liquid flowed reversely. The cylinder and mechanical seal only beare
the outlet pressure of water supply pump, increased the reliablity.

@® Pump Il HP,VMHP

® Two pumps assembled to pump sets in serial or only one pump, pump is coupled with standard motor by
rigid coupling.

@ Pump is installed horizontally.

® Impellers are installed back to back, so as to balance the big trust force of the pump.

@ For the wet parts, for HP model, it is SS304 or SS316; for VMHP, for precision molding part, the material
is duplex stainless steel, for sectional material part, the material is super austenitic stainless steel.
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