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General Data General Data

® Performance scope ® Productrange
Q [IM.GPM] T
4 8 1l 16 22 32 44 64 88 128 176 256 Description | CDLK1 | CDLK2 | CDLK3 | CDLK4 | CDLKS8 |CDLK16|CDLK20|CDLK32|CDLK42
[US.GPM]
4 8 Il 16 22 32 44 64 88 128 176 QZ‘Sﬁ 330 H 50Hz
[m] CDLK/CDLKF | [ft] :
- \ K/cr L Rated flow [m’/h] 1 2 3 4 8 16 20 32 42
200 — g *ziz Rated flow [l/s] 0.28 0.56 0.83 1.1 2.2 4.4 5.6 8.9 11.7
\\ \ ™~ N \\\ L-524 Flow range [m'/h] 0.4~2 1~3.5 | 1.2~4 | 1.5~7 | 5~12 | 822 | 10~28 | 16~40 | 25-~55
igg zzg Flow range [/s] 0.11~0.56 | 0.28~0.97 |0.33~1.1| 0.42~1.9| 1.4~3.3 | 2.2~6.1 | 2.8~7.8 | 4.4~11.1| 6.9~15.3
" = gy oz % |8l gle “ Max. Pressure [bar] 21 23 22 21 21 22 23 26 30
60 Mt 2 I~ 196
S E S E E a ﬁ % E L 160 Motor Power [kW] 0.37~2.2 | 0.37~3 0.37~3 | 0.37~4 |0.75~7.5| 2.2~15 |2.2~18.5| 1.5~30 3~45
3] o| |S| © < C| S]] o]c
40 131 Temperature range [C] -15~+120
s Max. Efficiency[%] 44 ~ 46 ‘ 54 ‘ 57 ‘ 62 ‘ 66 ‘ 69 \ 73 ‘ 75
20
60Hz
40 Rated flow [m!/h] 1 2 3 4 8 16 20 32 42
10
04 08 112 16 2 28 4 5 6 8 10121416 20 2530 40 50 607080 Rated flow [I/s] 0.28 0.56 0.83 1.1 2.2 4.4 5.6 8.9 11.7
[mh]
T T T — I T T T I T Q\ Flow range [m'/h] 0.6~2 1~4.5 1.5~5 2.5~8 7~14 10~26 12~34 20~48 30~65
0.2 04 06 08 1 16 2 34 6 8 10 16 20
Q [Is] Flow range [I/s] 0.17~0.56|0.28~1.25|0.42~1.4| 0.7~2.2 | 1.9~3.9 | 2.8~7.2 | 3.3~9.4 | 5.5~13.3| 8.3~18
Q [IM.GPM] Max. Pressure [bar] 22 23.5 23 21 20 20 20 25 26
4“ ? 1‘1 1‘6 2‘2 3? 4‘4 6\4 8‘8 I;S 176 25‘6
Mot kW ~ ~ ~ ~ ~ ~ ~ ~ ~
Q [US.GPM] otor power [kW] 0.37~3 0.55~4 0.37~4 |0.75~5.5| 1.5~11 | 4~18.5 4~18.5 3~30 5.5~45
H b $ 1\ o 2 24 o 138 176 236 330 H Temperature range [C] -15~+120
[m] [ cDLK/CDLKF | [ft]
300 | 60Hz =98 Max. Efficiency [%] 44 \ 46 ‘ 54 ‘ 57 ‘ 62 ‘ 66 ‘ 69 ‘ 73 ‘ 75
— ~ 784
200 g T~ \\ = 640 Pipe connection
160 \ 524
120 \\ N 297 Pipe thread ‘ G1/4" ‘ G4 | GV | GLY4 | G2 G2’ G2"
100 - 320 DIN Flange ‘ ‘ DN65 | DN8O
80 262
60 R P e e I 196
Z g1le 2 ~ 249 2 - 160 ® Application ® Performance curve
40 a aTT e (=) F T — 131
[} [} g8 [} SIS gle CDLK/CDLKEF is used for conveying cooling liquid, 1. All curves are based on the measured values of 50Hz:
L o lubricating liquid and condensation water of machine tools, constant motor speed 2900r/min,60 Hz: constant motor
20 industrial cleaning equipment or other cases that applicati- speed 3500 r/min; o
. L . . . 2. The allowable tolerance of the curve complies with
on of immerged pump is suitable, and is applicable to vari-
ous temperature, flow and pressure ranges. CDLKF is app- 1S09906 Annex A.
40 licabl P | ’ X 1.p K £es- PP 3. For measurement, air-free water with temperature 20°C
10 icable to ow—F?rr051v? iquid. . . and kinematical viscosity 1 mm?/s.
06 08 112 16 2 253 4 5 67 10 121416 20 24 30 40 50 60 7(38[0m31/h0] @ Concretely, it is applicable to electric spark, lathe, grin- 4. The pump application is in reference to performance
T T [—— T T [—— — ding machine, processing center, cooling devices, industrial scope of Heavy line to prevent overheating due to too low
02 04 06 08 1 1.6 2 304 6 8 10 16 ZOQ (V] cleaning equipment, filtering system ctc. flow and motor overload due to too high flow-rate Etc.
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General Data

® Motor

®The motor is fully-sealed, air-cooling standard motor

2 poles

®Protection class: IP55

®Insulation class: F

®Standard voltage, 50Hz: 1x220-230/240V
3x200/346V
3x220-240/380-415V
3x220-255/380 - 440V

®Standard voltage, 60 Hz: 3 x 200 - 230/346 - 440V
3x220-255/380 - 440V
3x220-277/380 - 480V

Motors for other voltages can be supplied according to

the requirement.

Single phase motors with 0.37 ~2.2kW arc available.

® Pump

CDLK/CDLKEF is non-self priming multi-stage centr-
ifugal pump installed with standard motor. The motor shaft
is directly connected with the pump shaft through coupling.
According to the requirement, the pump can be equipped
with intelligent protector, which effectively protects pump
from dry rotation, phase lack, overload etc. In order to meet
the requirement of installation depth of the water tank or v-
essel, it is possible to install cavity body for changing length
of the pump. Length for different number of stages is shown
in the dimensions & weight table and the table of products
supplying scope.

@® Definition of Model

CDLK,CDLKF1,2,3,4,8,16 and 20
CDLK F 4 - 120 /12

CDLK,CDLKF32 and 42
CDLK F 32- 120 /12-2

Hangzhou Nanfang
Special Pump Industry Co.,Ltd

G

@® Operation conditions

®Thin, clean non-explosive liquid without solid grains and
fibres; can be used for conveying of water, cooling water
solution and cutting lubricating liquid.

®Liquid temperature:

Normal temperature type : -15C ~ +70°C

Warm water type: -15°C~+120°C

® Max. Ambient temperature

When the pump operates under ambient temperatu-
re higher than 40°C or under altitude higher than 1000m,
because of low air density and poor cooling effects, the
motor output power P2 will be decreased to certain ext-
ent. If the pump is operated under the above-said condi-
tions, it should be equipped with motor of higher power.

- N
1000 2250 3500 m
P2
(%]
100
90 |
80 g
70
60
50
20 25 30 35 40 45 50 55 60 65 70 75 80
TIC)
N J

T Number of impeller
Number of stage x 10
Rated flow (m*/h)
(Common type omitted) Flow passage components

are of stainless steel 304 or 316
Immersion type multi-stage centrifugal pump

"L Number of small impeller
Number of impeller
Number of stage x 10
Rated flow (m*/h)
(Common type omitted) Flow passage components

are of stainless steel 304 or 316
Immersion type multi-stage centrifugal pump

® Installation of pump

The dimensions shown in the below drawing
are the minimum installation ones:

CDLK/CDLKF1, 2, 3, 4

Liquid level —
O‘ — e
=l E—
\ S
w
Y )

tank bottom

CDLK/CDLKF8, 16, 20

General Data

CDLK/CDLKF32, 42

Liquid level ———
SL - -
- — \ Jo_
ol | -
ol

tank bottom

Installation sketch
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‘Ol - _ \;/
~ - -
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S ——————— T
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T
tank bottom
Number of impellers L Number of impellers L
2|3(4a|5|6[7|8]9]10[11]12]13]15]17| 19|21 zsss(nm) 203 4|5 |6|7]9|n|13]15]18]2226 e
. . 1131
Diagram'\_Stages i i Diagram . Stages
20| 123
0|0 123
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2Z |8 2L |S|w|o|olo|oflo|o|e 249
AR |<2|Bo|o|o|o|o|ofo|ofo|o|o|c|e 321 ag s
19 P 1} =
2Zliso|o|o|o|o|o|o|olo|o|o|olo|e 357 Bliw|lo|lolololololo|e 285
£ £ s
5 5 E
Z[m|ofo|ojo[o[o]o[o|o]o]o[o]o|e 393 2
190|0|o|o[ofofo|o|oofofofo|ofo|e 420 wo|o|ofloflo|olo|lo|o|e 321
210/o[ofofo[o|o|ofo[o|ofofofofofo|e 465
1s0|o|o|lo|o|o|oloflolo|e 357
230 0| o|o|o|ofo|o|o| o|o[o|ofofo]|ofofe 01
250(0|o|ofo|o|o[o|o| ofo|o|ofo|ofofo]o|e 537 wlolololololololololole w
20| 0| o|o|o|o|o|o|o|9]|o|o|o|o|o|o|o|o|o|e 573
300|o|o|o|ofo|ofo|o|o|o|ofofofofofofofofo|e 627 2| o0|o|ofo|o|o|o|lo|lo|o|o|e 483
30|o|ofo|o|o|o|ofo|o|o|ololololololololo|ole 681
360| 0| 0| o] o|o|o|o[o] o|o|e|o|o]o]o|o]o]o]o]o]o|e] s ZGDOOOO‘OOOOOOOO.S”
Motor (kW ) 0.37 0.55 0.75 1.1 1.5 22 Motor (kW ) 037 0.55\ 0.75 11 1.5 22 (3.0
@®Basic Type OAvailable on reguest E.g.: pump model:CDLK2-260/5

Hangzhou Nanfang

Special Pump Industry Co.

,Ltd

G



256
326
39
466
536
606
676
746
816
886
956
1026
1096
123
141
159
177
195
213
231
249
267
285
303
321
357
393
429
465
501
537
573
627
735

)
il
1)
(=]
()
-
0
c
0
o

0.55

L]
olO0|O|e
olo|o|o|e
olOo|O|O|OC|e
olo|lo|o|Oo|Oo|e
olo|o|ojo|o|o|e
olo|lOo|Oo|Oo|O|O|O|@®
ololOo|Oo|C|Oo|O|O|O|O|@®
olo|o|o|o|o|o|o|lo|o|o|e
olo|o|olo|o|o|o|lo|o|o|o|e

037

ole
olojo|e

1w |o|lo|o|o|lo|ofjo|o|o|e

“ (OlO|O|O|O|O|O|O|O|O|O|O|OC|@®
w0 olo|e

w|olololo|e

7 |o|lo|lojolole

0 |o|lo|lololojo|e

w |o|lo|lojololo|o|e
w|o|o|olololo|o|o|e
nmojofojojojojofofofo|e
|o|o|ofofloflo|o|o|clole
1o|o|o|oflofloflo|o|o|ololole
1s0|o|o|oflofloflo|o|o|o|ololo|e
m|o|o|olo|lolo|o|o|olo|olo|o|e
wo|o|o|olofloflo|o|o|c|o|o|o|olole
a0|o|o|olololo|o|o|o|olo|olololo]|e

20
30
40
50

2

70

g | &

110
120
130
0
20
50

20|o|o|olololo|o|o|o|o|o|o|olo|o|o|e

20 |o|o|olololo|o|o|o|o|o|olofofo|o|o|e
am|o|o|ololo|lo|o|o|o|o|o|ofofofo|o|o|e

30 o|o|ololo|lolo|o|o|o|o|ofofofo|o|o|e

30 |o|o|olololo|o|o|o|o|o|ofofofo|o|o|e|est
3w|ojojojojo|o|o|g|o|ojojojo|ojojojo|e

01 X SODIARD JO 1oqUINN.

ZHOS
TEN1dd

=)

X SONIABD JO JQUINN

Motor (kW )

3 s
2 E

01 X SINIARD JO JQUINN

ZHOS
0TAT1AD

01 X SAIARD JO JDQUINN

ZHOS
TEA'1AO

® Scope of available products

175
202
229
256
283
310
364
418
an2
526
607
688
180
25
270
315
360
405
450
540
630
720
810

4.0

DLK16-160/4

o|lo|o|loc|Oo|Oo|O| e

o]
|

30

o e

[eRNeRN 1

o|lojlo|e

o|lo|o|o|e

o|o|o|Oo|O|e
o|o|oflolo|o|e
o|lojo|o|o|ofo|e
olo|o|o|o|lojofOo|e®
o|o|o|o|o|lo|lo|o|O|e
o|lo|o|loc|o|lo|o|o|o|o|e
o|lo|lo|o|o|ofjo|lo|o|Oo|O|e®
Oo|lo|o|o|o|lojofo|o|lOo|o|C|e
037 055 | 035

ojlo|o| e

ojlojo|Oo|e
o|o|Oo|O|O|e@
o|lo|o|o|Oo|O|e
o|lojo|lo|lo|lOo|Oo|O| @

w|ololo|o|Oo|Oo|O| e
4“4 |O0|lOo|lO|O|O|O|OC|O|O| @
160 | 0| O

22

30
40
50
60

g

20
30
40
50
120

2

80
100
120
140
160
190
220
70
80

01 X SaNIARD JO 12qUINN 01 X S3DIARD JO JaquINN

ZHOS
PITAD

ZHOS
91 1AD

Motor (kW)
Motor (kW )

141
159
177
195
213
231
249
267
285
303
321
357
393
429
465
501
537
573
609
045
681

150
180
210
240
270
330
390
450
510
570
630
690

4.0

0.75
2.2

0.55

L1

o|o|0O|e®

c|O0|O|O| @

o|o|Oo|O0|O|e@
o|lo|o|o|o|lo|o|e
o|lo|o|o|o|lo|o|o|o|e
o|lo|Oo|Oo|O|O|O|O|O|O|e®
o|lo|o|o|o|lo|lo|lo|o|o|o|e

0.37
OAvailable on reguest

s

20
30
40
50

2

30| 0|o|o|ojofolo|ojololo|o|o|ofo|o|o|o|oofofo|e|73s
1
50

30|0|e

w|ojole

s0olo|o|e

w|ofjofofo|e

70 |o|ojojofo|e

so|o|ojofolo|o|e

w|o|ofofololo|ole
mo|o|o|o|ojofofo|olo|e
1|ofofolo|o|o|o|o|o|o|e
1Bo|ojo|olo|o|o|ofo|o|o|o|e
1s0|ojofolo|o|o|olo|o|o|olo|e
1m|o|o|o|ojojolo|o|olofolo|o|e
wo|ofofolo|o|o|olo|o|o|o|o|olo|e
210{0fo|o|o|o|o|o|o|o|o|o|o|o|o|o|e
20|ofo|o|o|o|o|o|o|o|o|o|o|c|o|o|o|e
2s0/ofo|o|o|o|o|o|o|o|o|o|o|o|o|ofofo|e
2|ofolo|o|o|o|o|o|o|o|o|o|ofo|olofofo|e
20|0|o|o|olololo|olololo|o|o|olo|o|o|olo|e
310|o|o|o|ojofolo|olofolo|o|o|ofo|o|o|o|o|o|e
330|0|o|o|ojo|o|o|ojolo|o|o|o|o|o|o|o|o|ojofo|e
w | oflolo|lo|lOo|O|e

“w | ololo|lo|lo|lOo|O|O| @

120
160
180
200

1 X SAIIARI JO loquinN 01 X SAHIARD JO JDQUINN
ZHOS

8ATAD

Motor (kW)

ZHOS
[ Blel)

Motor (kW )

20 | e 180

30 0|e 25

4 |0l0o| e 270

so|ojofo|e 315

6 | O|lOlO|O| @ 360

7 |o|lolOo|O0|O| @ 405

0 |o|o|o|olo|o|e 450

wl ojololojOo|O|lO|e 540

120|0|0|l0|0|OC|O|O|O]| @ 630

4|olo|o|lo|olo|o|lo|o|e 720

mljojolo|lojOo|OlO|O|O|O| @ 855

Motor (kW) 2240 55 7.5 " 15 185

0 |e 198

20 0@ 278

3 |ojo|e 358

40 |O|O|O|e 438

50 |[O|O|O|OC|@® 518

o|o|o|o|o|e 598

7 |o|o|o|o|o|ol|e 678

o|ojo|oc|ojOo|O|e 758

% |O|o|lo|o|lOo|O|O|O|e@ 838

100 |o|oflo|o|o|ojo|o|ole 918

1o |ojolo|o|ojofo|o|ofo|e 998

120|000 |O|O|O|O|O|O|O|@® 1078
1Bo|o|o|lo|lo|lOo|O|O|O|O|O|O|O|@]| 1158 E

®Basic Type OAvailable on reguest

® Scope of available products

@®Basic Type

)
il
1)
(=]
()
-
0
c
0
()

Special Pump Industry Co.,Ltd

Hangzhou Nanfang

Special Pump Industry Co.,Ltd

Hangzhou Nanfang



slegl=z|gls|s|s|g|&|s

8| 8| 5| % |8 |8 | % |8 |8 %8
. 2
e | O

% = = " = M » o P = M z %

E Z 2 3 2 E Z # % 2 E g @

2 5 “ K b 2 < @ = = & = =
° ° ° °

)
il
1)
(=]
()
-
0
c
0
o

4.0

01 X SINIARD JO JqUINN

186
256
326
396
466
536
606
676
746

ZH09
PATAD

2| s |2 |e|=|s |8 |8&8|g ||
w
01 X SOIIIAED JO 19qUINN <
g
ZH09 3
0T 1AD

slelz2lels|s|g|g|aglcs

§ | 8|2 |8 |¢|% |8 |8 |8 %2
. 2

L] (e}

15

olo| e

o o] o] o

o|lo|O| e
o
o|OolO|O|O|e@®
o

4

2| 2| =28

ojlolo|Oo|Oo|lO|O| e
ojlolojo|Oo|lOo|O|O| @

120
a0

2|8 | R

140
160

01 X SINIARD JO 1dDqUINN

80

ES

Scope of available products

159
177
195
213
231

ZH09
9131dD

249
267
285
303
321
357
393
429
465

01 X SANIARD JO JoqUINN

Motor (kW)

501
537
573
645
681
735

150

180

210

240

ZH09
TeN1AD

270
330
290
450
510

075

0.55

o o o] o ]

037,

w | olo|e
so|ofjo|o|e

w0 |ojojlojlole
70 |o|lojololo|e
0 |o|o|lo|lojlolo|e

w|ojo|lojo|ololo|e
w|olo|o|o|ofofolo|e
mjolo|ojo|ofoflofofo|e
|olo|o|o|ofofofololo|e
1o|ojo|ojo|ofofofo|o|o|o|e
1s0|ojo|o|o|ofo|lo|loflofo|o|o|e
1m|ojo|o|o|ofolo|lofofo|o|o|o|e
m|o|lo|o|o|o|o|lofoflo|lo|o|c|o|o|e
a0(ofo|o|o|olo|lololololo|ololo|o|e

20(oflo|o|o|ololololo|lo|o|o|o|o|o|o|e
20 |oflo|o|o|olo|loflo|lo|lo|o|o|o|o|o|olole
mm|oflo|o|o|olo|lolo|loflo|o|o|o|o|o|olo|e
w|oflo|o|o|olo|lololololo|o|o|o|o|o|o|e] e
swfoflo|o|o|olo|lolofloflo|o|o|o|o|o|olo|e
30 |oflo|o|o|ololofloloflo|o|o|o|o|o|o|o|e
w0 |oflo|o|o|olo|lo|lolo|lo|o|o|o|o|o|o|o|e

01 X SAIIARD JO 1oqUInN

141
159
177

ZH09
[ glee)

195
213
249
285
321

Motor (kW)

357
a1l
483
555

40

3.0

11

olo|O| e

olo|O|O|e@
olo|lo|o|lo|e
olo|lo|o|o|lo|e
olo|lo|o|o|lo|o|e
olo|Oo|lOo|O|O|O|O|e@®

olo|o|lo|lo|Oo|O|O|O]| @
oclolo|o|o|lo|o|o|o|o|e
ololo|o|o|lo|o|o|o|o|e

0.55| 075

50

60
70

g

1o
130

60 |o|lo|lo|o|lo|o|o|o|o|o|e

150
180
220

01 X SAIARD JO JAqUInN.

e | =8| 8|8 |8 |8|§8| -
H
01 x SOLIAED J0 10quInN =
5
ZH09 H

8ATAD
e lo|lalaleleleslsl=zalelslsz
zlelslalg|g|s|s|z|elals) ¢
IS8 |88 &E |2 |&|F|F|de)|¢
o | o | o
o
e o|olol|"”
e|lojlolo]o
S
3
e|o|o|o|o]o
e|ojofofo|ofo]
e|lojojolo|o|o|o]|"
®e | Ol Cc|]o| o] o] o] o} O
o
e|lofolofolo]lo|o|lo|o]"
olo|lo|o|o|o|o|lo|lo|lo|®
olololo|o|o|o|lo|lo|lol|z
c|lojlo|lo|lo|o|o|o|o]|o|Eg
Flele =8]8 % 88§

® Scope of available products

)
il
1)
(=]
()
-
0
c
0
()

ZH09
DAITAD

01 X S311ARD JO JaquinN.

Motor (kW )

ZH09
PATAD

Special Pump Industry Co.,Ltd

Hangzhou Nanfang

100
110
120
130

816
886
956
1026
1096

o
o

olo|o|o
olo|o|o
olo|o|o

o
o

o|lo|lo|Oo|O|O|O|OC|O| @
o

ojlolojo|Oo|lOo|O|O|O|e®
OAvailable on reguest

100
110
120
130
140

®Basic Type

570
630
690

pump model:CDLKS-200/5
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Hangzhou Nanfang

@®Basic Type



General Data General Data

@® Section drawing ® Material @® Section drawing ® Material
CDLK/CDLKF1,2,3,4 CDLK/CDLKF32,42
! NO. Name Material AIS/ASTM = SR\ NO. Name Material AISVASTM
T I I |
NN
5,"/4?/1- 10 1| Motor 3 | A 16 1| Motor
3 ‘4 ~ s | S —
4 < . 2 | Couplin Carbon steel
él L 2 | Coupling Carbon steel pling arbon stee
V] o 34—
gﬂ S 4 4 Coupling guard Stainless steel AISI1304
F‘ 4 | Coupling guard Stainless steel | AISI304 N
s =——l~7 /L 5 hanical scal
%Wl .,,// % , Mechanical seal
i ’/ ' ‘ 12 5 | Mechanical seal
6 _ "‘ | / s | 6 | Straps Stainless steel | AISI304
i |
; ——rr] 13 6 | Straps Stainless steel | AISI304 p 14 AISI316
- — | 13 7 Shaft Stainless steel AISI304
— 14 7 | Shaft Stainless steel AISI316 \ AISI431
— 7
8 —— .
11 8 Ind tainl teel AISI304
-\ / 8 | Inducer Stainless steel | AISI304 | o nducer Stainless stee s
| .
s 9 Suction head Stainless steel AISI1304
0 9 | Suction head Stainless steel | AISI304 15
] / 8 | 10 | Impeller Stainless steel AISI304
10 | Impeller Stainless steel AISI304 9 17
11 | Diffuser Stainless steel AISI304
11 | Diffuser Stainless steel AISI304 13 | Bearing Tungsten carbide
. Section drawing 12 | Impeller sl Stainl teel | AISI304 S diffi
mpeller sleeve ainless stee tdi i
CDLK/CDLKF8,16,20 14 | Support diffuser Stainless steel | AISI304
13 | Bearing Tungsten carbide 15 | Strainer Stainless steel AISI304
. 1 Crossover flange Cast iron ASTM25B
14 | Support diffuser Stainless steel | AISI304 6 ¢ ¥ i
17 | Bottom bearing Tungsten carbide
15 | Strainer Stainless steel AISI304
Rubber part FPM
Rubber parts FPM
CDLK
CDLK
3 ‘ Pump head ‘ Cast iron ‘ ASTM25B
Pump head asti ASTM25B
3 P Cast iron S 5 CDLKF
CDLKF 3 ‘ Pump head ‘ Stainless steel ‘ AISI304
3 Pump head Stainless steel AISI304

Hangzhou Nanfang Hangzhou Nanfang \
1 Special Pump Industry Co.,Ltd Special Pump Industry Co.,Ltd 12




CDLK/CDLKF1,50Hz Technical Data

® Performance curve 1S09906 Annex A ® Performance table
Driving motor
04 0.6 08 1.0 12 14 1.6 18 20
0 1 2 3 4 5 6 Q [IM.GPM ] Model (kW) (hp) | (m/h)
CDLK1-20/2 037 05 13 125 12 1.5 11 105 10 95 9
H o 1 2 3 4 5 6 7 Q [US.GPM] [ CDLKI1-30/3 037 05 19 18 175 17 16.5 16 15 14 12
[m] [ft] CDLK1-40/4 0.37 05 24 235 23 25 | 215 21 19 18 16
CDLKI1-50/5 0.37 05 30 29.6 29 28 27 26 24 2 20
220 =36 CDLK1/CDLKF1 CDLKI1-60/6 037 05 36 355 35 335 33 31 28 26 23
— [ 700 CDLKI1-70/7 037 05 42 41 40.5 39 38 36 33 30 27
-3 CDLK1-80/8 055 0.75 48 47 46 45 43 41 38 34 30
200 =22————
— CDLK1-90/9 055 0.75 54 53 52 51 49 46 43 39 33
30 T L 600 CDLKI-100/10 | 0.55 0.75 H 60 59 58 57 54 51 48 43 36
180 ] CDLKI-110/11 | 0.55 0.75 (m) 66 65 63 61 59 56 52 47 40
| =27 | —— ™~ CDLKI-120/12 | 0.75 1 72 71 69 67 64 61 57 51 44
160 55— ——— ] CDLKI-130/13 | 075 1 78 71 75 73 69 66 62 55 47
I S \\ r 500 CDLKI-150/15 | 075 1 89 88 86 84 79 76 71 63 55
10223 — — CDLKI-170/17 | 11 5 101 99 97 95 89 86 80 71 62
B CDLKI-190/19 | 1.1 5 113 110 108 106 99 96 89 79 69
21 —— \\\
1o 1y T —— L 400 CDLK1-210/21 B L5 124 122 120 117 110 106 98 87 75
— — CDLK1-230/23 [Nl 15 137 133 131 128 121 116 107 96 82
17 I e \\\ CDLK1-250/25 15 2 149 145 143 139 131 126 116 104 89
100 | 1 CDLKI1-27027 | 15 2 161 157 155 150 141 136 125 112 95
-5 I 8
T \\\\ 300 CDLK1-30030 | 15 2 178 175 171 166 157 150 139 124 106
30 — CDLK1-33033 | 22 3 196 192 188 183 173 165 154 137 118
12 T
-+ — —\\\\ \ CDLK1-360/36 | 22 3 214 210 205 200 190 181 169 151 130
60 "0 — T \\\ | 200
T—=9 - - -
- i —— @ Installation sketch ® Size and weight
| T — T
T —————= Size (mm) :
= T D 100 Model ize (mm Weight
= — 100 DI AlBlc|D D |
— — i
201 - N CDLK1-20/2 438 | 123 | 315 | 117 | 148 15
CDLKI1-30/3 456 | 141 | 315 | 117 | 148 15
0 3 0.0 CDLK1-40/4 474 | 159 | 315 | 117 | 148 15
00 02 04 06 08 10 12 14 16 18  Q[mh] : CDLKI-50/5 | 492 | 177 | 315 | 117 | 148 16
P2 P2 Eta o CDLK1-60/6 510 | 195 | 315 | 117 | 148 16
o
[hp]] [(l)“l’? Ela [4/(‘)’] o CDLKI-70/7 | 528 | 213 | 315 | 117 | 148 16
0204 | — CDLK1-80/8 546 | 231 | 315 | 117 | 148 17
0154 012 30 Gl;’ CDLK1-90/9 564 | 249 | 315 | 117 | 148 17
0.10- 008 > 20 \ —\%zzﬁ/i CDLKI-100/10 | 582 | 267 | 315 | 117 | 148 17
0.05- 0.04 10 < i = CDLKI-110/11 | 600 | 285 | 315 | 117 | 148 17
0.00- 0.00 0 - “ CDLKI1-120/12 | 661 | 303 | 358 | 142 | 170 20
00 02 04 06 08 1.0 12 14 1.6 18 Q[m¥n] : CDLKI-130/13 | 679 | 321 | 358 | 142 | 170 20
H H NPSH NPSH | AX 075 CDLKI-150/15 | 715 | 357 | 358 | 142 | 170 20
[ft]][m] ‘ [m][ft] : CDLKI1-170/17 | 751 | 393 | 358 | 142 | 170 22
254 8 ‘ 4L m ! CDLK1-190/19 | 787 | 429 | 358 | 142 | 170 22
204 6 : 3 | g
21 QHingle) — 9 : CDLK1-210221 | 823 | 465 | 358 | 142 | 170 23
4 T — 2 L : CDLK1-23023 | 859 | 501 | 358 | 142 | 170 23
10 4 NPSH 1
54 2 ‘ 1 3 : CDLKI1-25025 | 950 | 537 | 413 | 155 | 190 30
0o~ o i 0o Lo AN ‘ J CDLKI1-27027 | 986 | 573 | 413 | 155 | 190 30
00 02 04 06 08 1.0 12 14 1.6 18 Q[mYh D140 CDLKI-30030 | 1040 | 627 | 413 | 155 | 190 31
160 CDLKI-33033 | 1094 | 681 | 413 | 155 | 190 34
I T T T T T T 180 CDLKI-360/36 | 1148 | 735 | 413 | 155 | 190 35
0.0 0.1 02 03 0.4 05 QIlUs]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.

Hangzhou Nanfang Hangzhou Nanfang \
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CDLK/CDLKF2,50Hz Technical Data

® Performance curve 1S09906 Annex A ® Performance table
Driving motor
1.0 1.2 1.6 2.0 2.4 2.8 3.2 3.5
0.0 2.0 4.0 6.0 8.0 10.0 Q [IM.GPM ] Model (kW) (hp) | (m/h)
H 00 2.0 4.0 6.0 8.0 10.0 12.0 Q[USGPM] g CDLK2-2012 0.37 05 18 17 16 15 13 12 10 8
[m -6 [ft] CDLK2-30/3 0.37 0.5 27 26 24 22 20 18 15 12
25 —] 800
20155 — 1 T CDLK2/CDLKF2 CDLK2-40/4 0.55 0.75 36 35 33 30 26 24 20 16
(=23 | — [
20157 e 700 CDLK2-50/5 0.55 0.75 45 43 40 37 33 30 24 20
21 — ~ ]
200 =55 - CDLK2-60/6 0.75 1 u 53 52 50 45 40 36 30 24
O e S A e L 600 CDLK2-70/7 075 1 (m) 63 61 57 52 47 41 35 28
18 ] [
B T ~ CDLK2-90/9 1.1 L5 80 78 73 67 61 54 45 37
160
—16 —
Tis \: N 500 CDLK2-110/11 11 15 98 95 89 82 73 64 54 44
140 e ——— [
= — — CDLK2-130/13 15 2 116 114 106 98 89 78 65 52
120 = I e S e S B! I 400
| Sk I e Ay CDLK2-150/15 15 2 134 130 123 112 100 90 73 60
=11 — —~ T~
100 =10 1 ] CDLK2-180/18 22 3 161 157 148 136 121 108 91 76
S — ——1 300
80 +- T — CDLK2-220/22 2.2 3 197 192 180 165 148 130 110 90
— —— I T~
— N e e A Bt Y L 200 CDLK2-26026 | 3.0 4 232 228 214 198 179 158 130 110
| I — —— =
e E— e — — —~—
 E— — | E— - - -
- — N gy e w0 N —_— 00 ® Installation sketch ® Size and weight
_ i T — ~ -
20 12 T D 100 Model Size (mm) Weight
 — - T
N 00 Dli A B C D | DI (kg)
00 02 04 06 08 1.0 12 14 1.6 1.8 20 22 24 26 28 30 32 Q[mbh] e i N CDLK2202 | 438 | 123 | 315 | 117 | 148 15
P2 P2 Eta
Uhp 1{TkW] [ 1 ], (%] CDLK2303 | 456 | 141 | 315 | 117 | 148 15
4 | ta |
02 ] 016 I 40
2 1 = o CDLK2-40/4 | 474 | 159 | 315 | 117 | 148 17
1012 30 S
CDLK2-50/5 | 492 | 177 | 315 | 117 | 148 17
1 e P2
0.1 4 0.08 — 20 G14”
] %// ’ CDLK2-60/6 553 | 195 | 358 | 142 | 170 20
1 oo 0 —==/]
i < i - CDLK2-70/7 5710 | 213 | 358 | 142 | 170 20
0.0 4 0.00 0 ! e
00 02 04 06 08 1.0 12 14 1.6 1.8 20 22 24 26 28 30 32 Q[mbh] | CDLK2-90/9 | 607 | 249 | 358 | 142 | 170 2
o H NPSH NPSH 4X P75
[ft] |[m] 1 ] [m] [ft] | — CDLK2-110/11 | 643 | 285 | 358 | 142 | 170 22
10 7= QH(single) 5 | |
30 A N . 5 m ! CDLK2-130/13 | 734 | 321 | 413 | 155 | 190 29
24 \5 12 i
6 3 CDLK2-150/15 | 770 | 357 | 413 | 155 | 190 29
18 - T~ 9 X
124 4 = ~ 2 L 1
|+ L) CDLK2-180/18 | 824 | 411 | 413 | 155 | 190 33
6 4 2 TNpsH I ——— 1 3 ’
R T 0 0 140 CDLK2-220/22 | 896 | 483 | 413 | 155 | 190 33
00 02 04 06 08 1.0 12 14 1.6 18 20 22 24 26 28 30 32 Q[mVh] 160
; ; ; ; ; ; ; ; ; ; . @180 CDLK2-260/26 | 1003 | 555 | 448 | 165 | 197 41
0.0 0.1 02 03 0.4 05 0.6 0.7 0.8 09 QIls]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.
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CDLK/CDLKF3,50Hz Technical Data

® Performance curve 1IS09906 Annex A ® Performance table
Driving motor | Q
12 1.6 20 24 28 30 32 36 40
9 ‘z 4‘1 ? § 1‘0 12 Q‘[ IM.GPM ] Model (kW) (hp) | (m/h)
CDLK3-20/2 037 05 125 115 11 105 10 9 3 7 6
H 2 4 6 8 10 12 14 16Q [US.GPM] CDLK3-30/3 037 | 05 19 185 | 175 | 165 | 15 14 13 1 9
[m] [ft] CDLK3-40/4 037 05 25 24 23 215 20 19 18 15 12
CDLK3-50/5 037 05 31 30 29 27 25 23 2 19 16
- 800
240 CDLK3/CDLKF3 CDLK3-60/6 0.55 0.75 36 35 34 32 30 28 27 23 19
’\36\ L 750 CDLK3-70/7 0.55 0.75 43 41 39 37 34 32 31 27 22
220 CDLK3-80/8 0.75 1 49 47 45 3 39 37 35 31 25
s ] \\ - 700 CDLK3-90/9 0.75 1 55 53 51 48 45 42 40 35 28
200 E— | 650 CDLK3-100/10 | 0.75 1 H 61 59 57 54 50 47 45 39 31
L ~— CDLK3-110/11 L1 L5 (m) 67 64 61 58 54 51 49 42 34
180 —=22 T L 600 CDLK3-120/12 L1 15 73 70 67 63 58 55 52 45 37
— CDLK3-130/13 L1 15 78 76 73 69 64 60 57 49 40
-27 I
I e S \\\ - 550 CDLK3-150/15 L1 [ 90 88 84 79 73 69 66 57 46
160 =25 ————— CDLK3-170/17 1.5 2 103 100 96 90 83 79 75 64 52
a3 I \\ [~ 500 CDLK3-190/19 15 2 115 112 107 100 92 88 33 72 58
40— —— | 450 CDLK3-210/21 22 3 128 124 119 112 102 98 91 79 64
| — \\ CDLK3-23023 | 22 3 140 135 130 122 112 107 100 36 70
120 =12 — \\ I 400 CDLK3-25025 | 22 3 151 147 141 131 122 116 109 94 76
17 \\\ CDLK3-27027 | 22 3 164 159 152 143 132 124 117 101 82
100 I \ 350 CDLK3-290/29 22 3 175 170 163 153 142 133 126 109 88
T — CDLK3-310/31 3.0 4 187 182 175 165 153 142 135 116 94
i3 \‘\\\\\ 3 CDLK3-330/33 | 3.0 4 199 194 187 176 163 151 145 125 100
80 T 1o — L 250 CDLK3-360/36 | 3.0 4 218 212 204 192 178 168 159 137 109
=i ﬁz-;“:t\\\\ | oo . . i
60— s e e R e NN @ Installation sketch ® Size and weight
=7 \:\\\ E 150 5 =
40 = — D 100 Model Size (mm) Weight
% '\\S$§ [~ 100 DI ode A[B|[cCc[D][D| o
20 +— —— L so i ‘ ~ CDLK3-2012 438 | 123 | 315 | 117 | 148 15
E—— CDLK3-303 456 | 141 | 315 | 117 | 148 15
0 0 CDLK3-40/4 474 | 159 | 315 | 117 | 148 15
0.0 0.4 0.8 12 1.6 2.0 24 28 32 36 Qlm¥h] 1 CDLK3-50/5 492 | 177 | 315 | 117 | 148 16
o e o CDLK3-60/6 510 | 195 | 315 | 117 | 148 17
[hp LJTkW] [o/‘oa] o CDLK3-70/7 528 | 213 | 315 | 117 | 148 17
0.08 60 CDLK3-80/8 589 | 231 | 358 | 142 | 170 19
0.09 1 P2 15 / G1L CDLK3-90/9 607 | 249 | 358 | 142 | 170 20
.06
0.06 " | —F— Eta i # CDLK3-100/10 | 625 | 267 | 358 | 142 | 170 20
004 —= 30 - | \ | CDLK3-110/11 | 643 | 285 | 358 | 142 | 170 21
003 0.02 15 | = CDLK3-120/12 | 661 | 303 | 358 | 142 | 170 21
0.00- 0.00 0 i CDLK3-130/13 | 679 | 321 | 358 | 142 | 170 22
00 04 08 12 L6 20 24 28 32 36 Qlmh] ‘ AX DTS CDLK3-150/15 | 715 | 357 | 358 | 142 | 170 2
i CDLK3-170/17 | 806 | 393 | 413 | 155 | 190 28
H H NPSH NPSH | CDLK3-190/19 | 842 | 429 | 413 | 155 | 190 29
[ft]|[m] I [m] [ft] @ : CDLK3-21021 | 878 | 465 | 413 | 155 | 190 0
T(s) 3‘2’*QH(single) — ‘3‘ 12 i CDLK3-230/23 | 914 | 501 | 413 | 155 | 190 32
104 30 5 9 } CDLK3-25025 | 950 | 537 | 413 | 155 | 190 33
P —] | g ‘ CDLK3-270227 | 986 | 573 | 413 | 155 | 190 33
o J 0o NPSH oL o ~L CDLK3-290/29 | 1022 | 609 | 413 | 155 | 190 33
00 04 08 12 16 20 24 28 12 16 Q [m¥h] @140 CDLK3-310/31 | 1093 | 645 | 448 | 165 | 197 40
@160 CDLK3-330/33 | 1129 | 681 | 448 | 165 | 197 41
i T T T T T T 180 CDLK3-360/36 | 1183 | 735 | 448 | 165 | 197 41
0.0 02 0.4 0.6 0.8 1.0 Qlls]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.

Hangzhou Nanfang Hangzhou Nanfang \
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CDLK/CDLKF4,50Hz Technical Data

® Performance curve 1ISO9906 Annex A ® Performance table
Driving motor
1.5 2.0 3.0 4.0 5.0 6.0 7.0
0 5 10 15 20 25 Q [IM.GPM ] Model (kW) (hp) (m*/h)
CDLK4-20/2 037 05 19 18 17 15 13 12 8
H o 5 10 15 20 25 30 Q[USGPM] g
[m] L[ft] CDLK4-30/3 0.55 0.75 28 27 26 24 20 18 13
5 CDLK4/CDLKF4 CDLK4-40/4 0.75 1 38 36 34 32 27 24 19
220
=1 F 700 CDLK4-50/5 11 15 47 45 4 40 34 31 23
200 $ —
i S et N e CDLK4-60/6 11 15 56 54 52 48 41 37 28
150 —18 - L 600 H
BT — CDLK4-70/7 15 2 (m) 66 63 61 56 48 43 33
160 116 T
— — L o0 CDLK4-80/8 15 2 74 7 70 64 55 50 38
—14 —
140 CDLK4-10010 | 22 3 96 90 87 81 7 62 48
13 —— — I~
120 22 — — L 400 CDLK4-12012 | 22 3 114 108 104 95 85 75 58
—11 | ~—— ~——
ST — | I~ CDLK4-14014 | 3.0 4 136 126 122 112 101 89 68
—
=9 — — L 300
O s ] CDLK4-160/16 | 3.0 4 152 144 140 129 115 101 78
=) g — — [~ CDLK4-190/19 | 4.0 55 183 171 168 153 137 122 93
60 126 1 T ™~ T~ 200
s I 1 CDLK422022 | 4.0 55 211 200 192 178 160 138 108
o I — T T
—
_3 T — — . H H
o — — T 100 @ Installation sketch ® Size and weight
20 T — — Size (mm)
D 100 ize (mm ioh
0 00 or Model A| B | cCc| D] DI Wgcf)t
00 05 10 15 20 25 30 35 40 45 50 55 60 65 7.0 Q[mYh] ‘
P2 P2 Eta 4 j N CDLK4-20/2 463 | 148 | 315 | 117 | 148 15
[ hp 1] [kW] [%]
1 024 60 CDLK4-30/3 | 490 | 175 | 315 | 117 | 148 15
0,30: | — ~———— Fta |
1020 50
] 1 1+ P2 o CDLK4-40/4 | 560 | 202 | 358 | 142 | 170 18
0201 0.16 — 40
201 - 3]
1012 — 30 CDLK4-50/5 | 587 | 229 | 358 | 142 | 170 20
] .
0.104 008 20 | Gly CDLK4-60/6 | 614 | 256 | 358 | 142 | 170 21
1 004 10 ‘
0003 0.00 0 < | | | 2 CDLK4-70/7 | 696 | 283 | 413 | 155 | 190 27
00 05 10 15 20 25 30 35 40 45 50 55 60 65 7.0 Q[mYh] i i
\ CDLK4-80/8 | 723 | 310 | 413 | 155 | 190 28
%{ H NPSH NPSH w
t m T T 4X D75
: ]7[101 QH(single) LG<;] [ft) | s CDLK4-100/10 | 777 | 364 | 413 | 155 | 190 30
7 I — 1‘6 o } /
i — 6L s ) ‘ CDLK4-120/12 | 831 | 418 | 413 | 155 | 190 30
6 12 -4 \
18 4 | — CDLK4-140/14 | 920 | 472 | 448 | 165 | 197 35
4 —] 0.8 3 |
12 NPSH [ [ —+— . 5 }
6l 2 0a |} . CDLK4-160/16 | 974 | 526 | 448 | 165 | 197 35
0- 0 00 -0 @140 CDLK4-190/19 | 1075 | 607 | 468 | 185 | 230 40
00 05 10 15 20 25 30 35 40 45 50 55 60 65 7.0 Q[mVh] D160
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ 180 CDLK4-220022 | 1156 | 688 | 468 | 185 | 230 41
0 0.25 0.50 0.75 1.00 1.25 1.50 1.75 200 QI[s]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.
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CDLK/CDLKF8,50Hz Technical Data

® Performance curve 1IS09906 Annex A ® Performance table
Driving motor
5 6 7 8 9 10 11 12
0 10 20 30 Q [IM.GPM ] Model (kW) (hp) | (m/h)
CDLK$-20/2 075 1 20 19.5 19 18 17 16 14 13
H o 10 20 30 40 QIUSGPM] g
[m] Lft] CDLKS8-30/3 11 15 30 295 285 27 25 24 21 19
T CDLK8/CDLKF8 CDLKS-40/4 15 2 41 39.5 38 36 34 32 28 26
20 20
1o — L 700
- — ] — CDLK8-50/5 22 3 52 50 48 45 42 40 36 2
200 + — 7
L-17 —
I — | L 600 CDLKS-60/6 22 3 H 62 60 57 54 51 48 43 39
180 1 - 16 S (m)
- ] CDLKS-80/8 3.0 4 83 80 77 73 69 65 58 52
160 7=z —
] r 500 CDLK8-100/10 | 4.0 55 104 100 97 92 87 81 73 65
S —
- 12 — CDLKS-120/12 | 4.0 5.5 124 120 116 1 104 92 87 78
- 11 [ L
120 400
L-10 — CDLKS-140/14 | 5.5 75 145 141 136 130 122 13 102 92
100 =2 ——
L-3 —— L 300 CDLKS-160/16 | 5.5 7.5 166 161 156 148 139 130 18 106
80 =L —— —
] — — CDLKS-180/18 | 7.5 10 187 182 175 167 157 146 134 120
-6 —]
60 £ s — 200
| —— CDLK$-20020 | 7.5 10 208 202 195 186 175 163 150 135
0 —— E—
-3 \\ | — - - -
» 22 — — 100 ® Installation sketch ® Size and weight
| i N
D 125 Size (mm) Weight
0 0.0 \ Model
7 bl A|l B[] c| DD | (e
0 1 2 3 4 5 6 7 8 9 10 11 Q[mYh] I
P2 P Eta 7 ‘ N CDLK8-202 | 516 | 150 | 366 | 142 | 170 22
[bp 1{[kW] o (%]
] 050 60 CDLKS-30/3 | 546 | 180 | 366 | 142 | 170 27
0601 040 ] 50 |
17 CDLKS-40/4 | 629 | 210 | 419 | 155 | 190 27
1 030 — | P2 40 °
0.40 { ©- — 3]
] — | CDLKS-50/5 | 659 | 240 | 419 | 155 | 190 36
1 020 30 i
020 ] G2
1 010 20 ‘ CDLKS-60/6 | 689 | 270 | 419 | 155 | 190 37
0.00 1 0.00 10 < | | | -
o | 5 A 5 PR § 9 10 1l Qlm¥] | 9 CDLKS-80/8 | 784 | 330 | 454 | 165 | 197 42
|
H NPSH NPSH |
(B [ T oreama ml[ ] : 4X D9 CDLKS-100/10 | 864 | 390 | 474 | 185 | 230 52
10 / 2.0 ‘
30 6 ‘ CDLKS-120/12 | 924 | 450 | 474 | 185 | 230 53
N T
a8 e — 16 |5 o |
5l 6 = 12 4 | CDLKS-140/14 | 1099 | 510 | 589 | 210 | 260 75
3 ‘
nd 4 — 038 :
[ A— 2 ! CDLKS-160/16 | 1159 | 570 | 589 | 210 | 260 71
69 2 ':I\ESHT-— | 041 | J
0 o \ 00 Lo 200 CDLKS-180/18 | 1219 | 630 | 589 | 210 | 260 85
0 1 2 3 4 5 6 7 8 9 10 1 Q[m¥h] 0225
‘ ‘ ‘ ‘ ‘ ‘ ‘ . 250 CDLK8-20020 | 1279 | 690 | 589 | 210 | 260 87
0 0.5 1.0 15 2.0 25 3.0 QI[Us]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.
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CDLK/CDLKF16,50Hz

® Performance curve 1SO9906 Annex A
0 20 40 60 Q [IM.GPM ]
Ho 20 40 60 80 QIUSGPM]
[m] [ft]
—16
7 CDLK16/CDLKF16
220 £-1
S — L 700
200 =2 —
-13
— b 600
180 +—5
160 =1L | —
b 500
- 10 [ |
140 £ —
120 — L 400
— ] S
-7 T —
100
—6 —— F 300
\\
8015 —
-4 | — L
60 — 200
40 -3 I
-2 — \ 100
|
20 —
0 0.0
0 2 4 6 0 12 14 16 18 20 Q[m]
P2 P2 Eta
[ hp 1 [kW] [%]
b0 16 80
12 — Eta o
- /
Lo 08 P2 40
o —T |
104 — 20
00- 00 0
0 2 4 6 10 12 14 16 18 20 Q[m’h]
S NPSH NPSH
[ft]|[m] [m]|[ft]
4 16 - 8
2 QH(single) / 24
394 12 L 6
\A 18
26 8 4 b
134 4 2 6
NPSH | —
0o o I 0 0
0 2 4 6 0 12 14 16 18 20 Q[mbh]
0 1 3 5 QIlls]

Hangzhou Nanfang
3 Special Pump Industry Co.,Ltd

® Performance table

Technical Data

Driving motor
8 10 12 14 16 18 20 2
il (W) | (hp) | (w'/h)
CDLK16-20/2 22 3 27 26 25 24 22 21 19 16
CDLK16-30/3 3.0 4 41 40 38 37 34 32 29 25
CDLK16-40/4 4.0 55 54 53 52 49 46 43 38 34
CDLK16-50/5 55 75 68 67 65 62 58 54 48 43
H
CDLK16-60/6 55 75 (m) 82 80 78 74 70 64 58 52
CDLK16-70/7 7.5 10 96 95 91 87 82 76 68 61
CDLK16-80/8 7.5 10 110 108 104 99 94 86 77 70
CDLK16-100/10 11 15 138 136 131 125 118 109 97 87
CDLK16-120/12 11 15 166 162 157 150 141 130 116 115
CDLK16-140/14 15 20 194 190 184 175 166 152 136 122
CDLK16-160/16 15 20 222 217 210 200 189 174 156 140
@ Installation sketch ® Size and weight
D 125 Model Size (mm) Weight
DI . A| B | C | D | D (ke)
|
4 ' N CDLK16-20/2 599 180 419 155 190 37
1 CDLK16-30/3 679 225 454 165 197 47
o CDLK16-40/4 744 270 474 185 230 52
&)
G2 CDLK16-50/5 904 315 589 210 260 67
! E |/ CDLK16-60/6 949 360 589 210 260 72
< | )
+ <
| CDLK16-70/7 994 405 589 210 260 77
‘
| 4X D9
T CDLK16-80/8 1039 | 450 589 210 260 78
2 i
T CDLK16-100/10 | 1230 | 540 690 255 330 135
I
; CDLK16-120/12 | 1320 | 630 690 255 330 140
N
300 CDLK16-140/14 | 1410 | 720 690 255 330 155
D225
250 CDLKI6-160/16 | 1500 | 810 | 690 | 255 | 330 | 162

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.

Hangzhou Nanfang

Special Pump Industry Co.,Ltd

@



CDLK/CDLKF20,50Hz Technical Data

® Performance curve 1IS09906 Annex A ® Performance table
ving
Model | Driving motor ( 0 | 12| 14| 16 18 | 20 | 22 | 24 | 26 | 28
0 20 40 60 80 Q [IM.GPM ] (kW) (hp) (m*/h)
- 22 2 26. 2 2 24 2 2 2 1 1
H O 20 40 60 80 100 Q[USGPM] y CDLK20-20/2 3 7 6.5 6 5 3 0 8 5
- ft
(m]] 17 o L [fe] CDLK20-30/3 40 55 40 | 395 | 39 38 37 35 33 30 27 24
1ol CDLK20/CDLKF20
220 T == CDLK20-40/4 5.5 7.5 54 53 52 51 49 47 44 41 37 33
5 —~— F 700
|
200 =14 — CDLK20-50/5 5.5 75 67 66 64 62 60 58 55 50 45 40
L 13 T — H
— T b 600
180 £ — CDLK20-60/6 75 10 (m) 81 79 77 75 73 70 66 61 55 49
I
160 1 -11 ] CDLK20-70/7 7.5 10 95 93 91 89 86 82 77 71 65 58
— T b 500
-10 T
140 S CDLK20-80/8 1 15 109 | 107 | 105 | 102 99 94 89 82 75 67
> —
B B— [ L 400
120 + g ] ~] CDLK20-100/10 1 15 136 | 134 | 131 | 128 | 124 | us | 111 103 95 85
100 =L —
CDLK20-12012 | 15 20 164 | 162 | 158 | 154 | 149 | 142 | 133 | 124 | 14 | 102
— — \ F 300
6 | —
80 7 —— SNy CDLK20-140/14 | 15 20 192 | 189 | 185 | 180 | 174 | 166 | 156 | 145 | 133 | 119
60 =2 — T 200 CDLK20-170/17 | 18.5 25 234 | 230 | 225 | 219 | 212 | 202 | 190 | 177 | 162 | 145
— - .
40 = I —
= =—— — . . .
— 100 @ Installation sketch ® Size and weight
20
— 5 -
D 125 Model Size (mm) Weight
0 0.0 DI . A | B | C| D | DI (kg)
0 2 4 6 8 10 12 14 16 18 20 2 24 26 28Q [m%h] \
P2 P2 Eta f i h CDLK20-202 | 599 | 180 | 419 | 155 | 190 37
[ hp 1 [kW] [%]
o 16 80 | CDLK20-30/3 | 699 | 225 | 474 | 185 | 230 50
112 Eta 60 o .
— CDLK20-40/4 | 859 | 270 | 589 | 210 | 260 65
i - P2 9)
104 08 — = 40
B L— | . CDLK20-50/5 | 904 | 315 | 589 | 210 | 260 67
1 04 ] 20 G2
00 00 0 | ! | == CDLK20-60/6 | 949 | 360 | 589 | 210 | 260 75
0 2 4 6 8 10 12 14 16 18 20 22 24 26 28Q [mYh] < | w
H H ‘ CDLK20-70/7 | 994 | 405 | 589 | 210 | 260 71
[ft],[m] NPSH NPSH T
| [m1| ] : 4x®9
J 1 CDLK20-80/8 | 1140 | 450 | 690 | 255 | 330 131
2 16 QH(single) 8 2 ‘
399 12 — o Lig 2 : CDLK20-100/10 | 1230 | 540 | 690 | 255 | 330 135
26 8 | 4 12
|_— 1 CDLK20-12012 | 1320 | 630 | 690 | 255 | 330 151
139 4 NPSH I —— 2 6 Uy
0o o 1 0 0 ©300 CDLK20-140/14 | 1410 | 720 | 690 | 255 | 330 155
0 2 4 6 8 10 12 14 16 18 20 2 24 26 28Q [m'h] pe
- 250 CDLK20-170/17 | 1605 | 855 | 750 | 255 | 330 181
0 1 2 3 4 5 6 7 8Q [Is]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.

Hangzhou Nanfang Hangzhou Nanfang \
5 Special Pump Industry Co.,Ltd Special Pump Industry Co.,Ltd 6




CDLK/CDLKF32,50Hz Technical Data

® Performance curve 1IS09906 Annex A ® Performance table
Driving motor | Q Driving motor
0 40 80 120 Q [IMGPM] Model -~ =0 oy 161202428132 36 /40 Model - = (16120124 2813236 40
CDLK32-10/1-1| 1.5 2 141312119 7| 4 CDLK32-80/8-2 15 20 136[131/123|114{102| 90 | 71
HO 40 80 120 160  QIUSGPM] g
[m] [ft] CDLK32-10/1| 22 | 3 18171514 13| 11| 8 CDLK32-80%8 15 | 20 144/138/130/120 109 | 97 | 77
280 1 /14 CDLK32/CDLKF32 | 900 CDLK32202-2| 3.0 | 4 2928 126|23|20|16| 11 CDLK32909-2 | 185 | 25 154(148{140 129|117 [102| 82
— /142 ]
2607 15 ——— CDLK32202 | 40 | 55 363432292723 18 CDLK32909 | 185 | 25 162/156|147/136 | 124 109 | 88
Mt 1302
240 F ) T2 == - 800 CDLK323032| 55 | 75 47|44 a1 |38 33 28| 21 CoLK3R-I00002] 185 | 25 175| 16| 157| 146| 131] 115 o1
A —
- - \
20 =122 \\ L 00 CDLK32303 | 55 | 75 (g) 54| 5148 |44 40|35 27 CDLK32-10010| 18.5 | 25 (g) 182]173| 164/ 152|138 122 | 98
200 12— ~ CDLK324042| 75 | 10 65625853 |46(40 30 CDLKR:NON2| 22 | 30 193|184/ 173|164 | 146|128 102
|
180 5102 —— r 600 CDLK3240/4| 75 | 10 72|69 65|59 | 534737 CDLKR-LOAL| 22 | 30 200(191180| 168|153 135|109
—y
T e e i —— NS CDLK32:5052| 11 | 15 83(79 74 |68 | 60|52 |41  CDLKR-120122) 22 | 30 2111201189/ 178|160 140|113
— T \ L s00
140 2 a2 —] \ CDLK32-50)5| 11 | 15 90|86 | 81|74 | 67|59 |47 CDLKR-2012| 22 | 30 218|208 196 184|167 |147 | 120
25 M
120 =L —F— R— N b 400 CDLK32-60/62| 11 | 15 10119790 | 83 | 74 | 65 | 51 CDLK32-130132| 30 | 40 230218|206| 193|174 153 | 124
/62 | T
100 =5 — \\E\ CDLK32-60/6| 11 | 15 108]104| 97 | 90 | 81| 72| 57  CDLK32-13013| 30 | 40 237|225/213|200181 160/ 131
52 T T F 300
80 4= \\\\\\\ CDLK327072| 15 | 20 119/114]107| 98 | 88 | 78 | 60  CDLK32:140142| 30 | 40 247|235|222/210/189 165|135
I S
60 L8 2 [ 200 CDLK3270/7| 15 | 20 126]121{113]105| 95 | 85 | 67 CDLK32-140/14| 30 | 40 255(242(229/ 216|196 172|142
- 2 Qz\\:\\
40 = . . .
N T L 100 @ Installation sketch @® Size and weight
- — DI Model Size (mm) Weight
0 00 : A | B C D DI (k)
0 4 8 12 16 20 24 28 32 36 4 Q[m¥h] |
2 Ea ‘ CDLK32-10/1-1/CDLK32-101 | 621 | 186 | 435 | 155 | 190 | 49/51
[ hp 11 [KW] [%] 716/ 460/ 165/ 197/
e P2 11 “ CDLK322022/CDLK3:202 | Gaot | 256 | 400 1021 D20 57762
207 | P2 23 CDLK32-303-2/CDLK32-303 | 921 | 326 | 595 | 210 | 260 | 70
12 60
4 Eta
1 os //// " CDLK3240/4-2/CDLK32404 | 991 | 396 | 595 | 210 | 260 | 77
1.0
1 oa // 0 CDLK32-50/5-2/CDLK32-505 | 1174 | 466 | 708 | 255 | 330 | 148
003 00 o CDLK32-60/6-2/CDLK32-60/6 | 1244 | 536 | 708 | 255 | 330 | 150
X ) -
04 821 200 8 20 36 40 Qmh] CDLK327072/CDLKR2707 | 1314 | 606 | 708 | 255 | 330 | 162
H H
[ft]{[m] E— T‘;ﬁ Tis? CDLK32-80/8-2/CDLK32-80/8 | 1384 | 676 | 708 | 255 | 330 | 165
QH(2900rpm 1/1) — t
2 16 T HGo00pm2/3) — s, CDLK32:909-2/CDLK32-909 | 1514 | 746 | 768 | 255 | 330 | 191
394 12 % [ CDLK32-10010-2/CDLK32-10010 | 1584 | 816 | 768 | 255 | 330 | 194
»7q 8 ki CDLK32-10/1-2/CDLK32-11011 | 1694 | 886 | 808 | 285 | 360 | 230
134 4 2
NPSH 6 CDLK32-120/122/CDLK32-12012 | 1764 | 956 | 808 | 285 | 360 | 234
04 o 0 Lo
0 4 8 12 16 20 24 28 32 36 40  Q[mYh] CDLK32-130/13-2/CDLK32-130/13 | 1904 | 1026 | 878 | 310 | 400 | 297
: ‘ ‘ ‘ ; ; : CDLK32-140/142/CDLK32-14014 | 1974 | 1096 | 878 | 310 | 400 | 300
0 2 4 6 8 10 QI[Us]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.

Hangzhou Nanfang Hangzhou Nanfang \
7 Special Pump Industry Co.,Ltd Special Pump Industry Co.,Ltd 8




CDLK/CDLKF42,50Hz

® Performance curve

1S09906 Annex A

® Performance table

Technical Data

&

0 50 100 150 200 Q[IM.GPM]
H o 50 100 150 200 250Q [US.GPM]
fm) Nn3-2 I o]
b — b 1000
300 1712 CDLK42/CDLKF42
280 17122 I Ny
/11 L
—1 | \\ 900
260 e
[ 10— | \\\ L 800
240 7102 ———
220 2 —~ ~
200 =& 02 T \ [
Sy ~
- —
180 b 7 NN L 600
I
= \\ \\\
160 176 —
1o ] ~ N [ 500
162
120 e iy S T b 400
/52 I
o P \\t\\\
—| e b 300
/42 I I
P [E5) —— — 0 L 200
2 — —]
" L — T
o 22 — — | 100
20 /-1 —]
0 0.0
3
T sl 05 20 25 30 35 40 45 50 55 60 QLmVh] o
[ hp 1 [kW] [%]
5 o: 4.0 80
. I
B — | [ Eta
] 30 60
[ — P2 1/1
1 20 L — P2 273 4
254 2 — 0
- / /
410 20
0.0 00 0
3
° 0 510 15 20 25 30 35 40 45 5055 60 Q[mYhlpen wpsh
[ft]] [m] I {m]i[ft]
100 30 +QH(2900rpm 1/1) 0
4 L QH(2900rpm 273) F——=
80 24 1 QH( P - 8 "
60 18 — —— 6
— 18
404 12 4 2
207 6 NPSH —7 2 6
0o o I 0o Lo
0 5 10 15 20 25 30 35 40 45 50 55 60 Q[mYh]
0 25 5.0 75 10.0 125 15.0 QIlUs]

Hangzhou Nanfang

Driving motor
Model T O ) 25 30 35 40 42 45 50 55
CDLK42-10/1-1 3.0 4 20 19 18 17 16 15 13 11
CDLK42-10/1 4.0 5.5 24 23 22 21 20 19 18 16
CDLK42-20/2-2 55 7.5 40 38 36 33 32 30 27 23
CDLK42-20/2 7.5 10 48 46 44 42 41 39 35 31
CDLK42-30/3-2 11 15 63 61 58 54 52 50 44 38
CDLK42-30/3 11 15 71 69 66 63 61 58 53 47
CDLK42-40/4-2 15 20 87 84 80 75 73 69 62 54
CDLK4240/4 15 20 95 2 88 84 81 78 71 62
CDLK42-50/5-2 18.5 25 111 107 102 96 93 88 80 69
CDLK42-50/5 18.5 25 H 119 115 110 105 101 97 88 78
CDLK42-60/6-2 22 30 (m) 135 130 124 117 113 108 97 85
CDLK42-60/6 22 30 143 138 132 125 122 116 106 93
CDLK42-70/7-2 30 40 158 152 146 138 134 127 115 100
CDLK42-70/7 30 40 166 161 154 146 142 135 124 109
CDLK42-80/8-2 30 40 182 175 168 159 154 146 133 116
CDLK42-80/8 30 40 190 184 176 167 162 154 141 124
CDLK42-90/9-2 30 40 205 198 190 180 174 166 150 132
CDLK42-90/9 37 50 214 207 198 188 183 174 159 140
CDLK42-100/10-2 37 50 230 221 212 200 194 185 168 147
CDLK42-100/10 37 50 238 230 220 209 203 193 177 155
CDLK42-110/11-2 45 60 255 246 236 223 217 206 188 165
CDLK42-110/11 45 60 263 255 244 232 225 214 196 173
CDLK42-120/12-2 45 60 280 270 259 245 238 226 206 181
CDLK42-120/12 45 60 289 280 268 255 247 236 216 190
CDLK42-130/13-2 45 60 305 294 282 267 259 247 225 198
@ Installation sketch ® Size and weight
D1 Size (mm) Weight
i Model AlB|c|D|DI| (e
672/ 474/ 165/ | 197/
‘ CDLR4-10/1-CDLKA2-101 | 202 108 | 500 | 0| 230 60/65
CDLK42-202-2/CDLK42-2072 | 887 | 278 | 609 | 210 | 260 | 77/84
CDLK42-303-2/CDLK42-303 | 1080 | 358 | 722 | 255 | 330 | 150
CDLK4240/4-2/CDLK42-404 | 1160 | 438 | 722 | 255 | 330 | 162
CDLK42-50/5-2/CDLK42-50/5 | 1300 | 518 | 782 | 255 | 330 | 182
CDLK42-60/62/CDLKA2-6066 | 1420 | 598 | 822 | 285 | 360 | 225
CDLK42-70/7-2/CDLK42-70/7 | 1570 | 678 | 892 | 310 | 400 | 288
CDLK42-80/8-2/CDLK42-808 | 1650 | 758 | 892 | 310 | 400 | 292
CDLK429092/CDLK42909. | 1730 | 838 | 892 | 310 | 400 | 319/
CDLK42-10010-2/CDLK42-100/10 | 1810 | 918 | 892 | 310 | 400 | 320
CDLK42-110/11-2/CDLK42-110/11 | 1930 | 998 | 932 | 345 | 450 | 385
CDLK42-120/12:2/CDLK4-120/12 | 2010 | 1078 | 932 | 345 | 450 | 390
CDLK42-130/132 2000|1158 | 932 | 345 | 450 | 394

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.

Hangzhou Nanfang

Special Pump Industry Co.,Ltd

Special Pump Industry Co.,Ltd
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CDLK/CDLKF1,60Hz Technical Data

® Performance curve 1SO9906 Annex A ® Performance table
Driving motor
Model 06 08 1 12 14 16 18 2
0 1 2 3 4 5 6 Q [IM.GPM ] ode (kW) (hp) | (m/h)
CDLK1-202 037 0.5 17.5 17 16.5 16 15.5 15 14 13
H O ! 2 3 4 5 6 7 QIUSGPMI y CDLK1-30/3 037 05 265 26 25 24 23 2 21 20
(ml L] CDLK1-40/4 037 0.5 35 34 33 32 31 30 28 26
20 - 25 CDLK1/CDLKF1 CDLK1-50/5 055 | 075 43 42 41 40 39 38 35 33
I [ 700 CDLKI 39
e ~60/6 055 | 075 52 51 50 48 47 45 43
200 4=23 — CDLK1-70/7 0.75 1 60 59 58 56 55 52 50 46
_21 \\\ I~ o0 CDLK1-80/8 0.75 1 H 68 67 65 64 02 59 57 53
180 [ 90/ 7 1 m 71 66 64 60
e —— ~—_ CDLK1-90/9 0.75 (m) 76 75 74 73
1o ——— CDLKI-100/10 | 1.1 15 85 84 83 81 78 74 7 67
160 —— CDLKI-110/11 | 1.1 15 95 93 90 87 85 81 78 73
=17 | I s ™~ b 500 - . .
I g MU CDLKI-12012 | 1.1 15 103 102 98 96 92 88 86 79
140
15| CDLKI-130/13 | 1.1 15 12 110 107 105 100 95 93 86
120413 — | 400 CDLKI-150/15 | 15 2 127 125 123 121 17 12 107 99
T S e e S N \\ CDLKI-17017 | 15 2 144 141 139 137 132 124 120 12
100 d=11 I — CDLK1-190/19 | 22 3 160 157 155 153 147 141 134 124
10 ‘\-\-\\\\\ b 300 CDLK1-21021 | 22 3 177 174 172 168 162 153 147 138
— -\\\
80 =2 CDLK1-23023 | 22 3 193 190 188 184 174 167 161 152
B N N e N
] —] CDLK1-250/25 3 4 210 207 205 202 192 184 176 164
60 = — F 200
6 S — ——— i . .
-5 — @ Installation sketch ® Size and weight
40 4 —4 3 .
3 I L 100 D . 100 Model Size (mm) Weight
50 12 1 DI . A | B C | D | DI (kg)
- ‘ N CDLK1-2072 438 | 123 | 315 | 117 | 148 15
0 0.0 CDLK1-3013 4s6 | 141 | 315 | 17 | 148 15
00 02 04 06 08 10 12 14 16 18 Q[m¥h] CDLK1-40/4 474 | 159 | 315 | 117 | 148 5
S Faa ° CDLKI1-50/5 492 | 177 | 315 | 117 | 148 16
Uhp 1] (kW] L] o CDLKI-60/6 | 510 | 195 | 315 | 117 | 148 16
0.16 40
0.20-] L — . CDLK1-70/7 571 | 213 | 358 | 142 | 170 19
0.12 30 G1}”
0.154 CDLKI1-80/8 589 | 231 | 358 | 142 | 170 19
o.104 008 P 20 ‘ ‘gzzﬁ/i
- I B ‘ CDLK1-90/9 607 | 249 | 358 | 142 | 170 20
0.054 0.04 10 < | <
; ) CDLKI-10010 | 625 | 267 | 358 | 142 | 170 2
0.004 0.00 0 ‘
00 02 04 06 08 10 12 14 16 18 Q[m¥h] ‘ 4X DTS5 CDLKILIOTL | 643 | 285 | 33 | 142 | 170 2
| e CDLKI-12012 | 661 | 303 | 358 | 142 | 170 2
H H . NPSH NPSH :
[fe} [m]p_QHGingle) [ml|[ft] - | CDLKI-130/13 | 679 | 321 | 358 | 142 | 170 24
20’ — ; 10 i CDLKI-150/15 | 770 | 357 | 413 | 155 | 190 29
16
13 ) ‘ CDLKI-17017 | 806 | 393 | 413 | 155 | 190 29
10 NPSH — 5 \
12 1 ‘ CDLKI-190/19 | 842 | 429 | 413 | 155 | 190 33
o4 o | 0 0 | J
T ; ‘ CDLKI-21021 | 878 | 465 | 413 | 155 | 190 33
00 02 04 06 08 10 12 14 16 18 Q[m¥h] 140
160 CDLKI1-23023 | 914 | 501 | 413 | 155 | 190 33
T T T T T T T © 180 CDLK1-250125 | 985 | 537 | 448 | 165 | 197 40
0.0 0.1 0.2 0.3 0.4 0.5 Qlls]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.

Hangzhou Nanfang Hangzhou Nanfang \
1 Special Pump Industry Co.,Ltd Special Pump Industry Co.,Ltd 2




CDLK/CDLKF2,60Hz Technical Data

® Performance curve 1IS09906 Annex A ® Performance table
Driving motor
o ) 4 6 s 0 s 4 QLIMGPM] Model o T om | @i 1 1.5 2 2.5 3 3.5 4 4.5
. ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘
H O 2 4 6 8 10 12 14 16 18 Q [US.GPM ] - CDLK2-20/2 0.55 0.75 26 24 22 21 18 16 12 9
‘ ‘ ‘ ) ‘ ‘ ‘ ‘ ‘ ‘
[m] [ft]
-18 CDLK2-30/3 075 1 39 36 3 31 27 24 19 15
240 CDLK2/CDLKF2
CDLK2-40/4 L1 L5 52 48 45 2 36 2 26 20
220
5 r 700 CDLK2-50/5 11 15 65 60 57 52 46 41 3 25
200 ——=
H
CDLK2-60/6 11 15 (m) 78 74 69 63 56 49 40 30
180 +—L3 F 600
E— CDLK2-70/7 15 2 91 86 81 74 66 57 47 35
160 +—7
r 500 CDLK2-90/9 22 3 17 111 104 95 86 75 61 45
140
T—-9 CPLK2-11011 | 22 3 143 136 128 116 104 90 75 56
120 — r 400
N CDLK2-130/13 3 4 171 163 152 139 126 108 90 66
100 4—-
= r 300 CDLK2-150/15 3 4 195 186 176 160 142 125 103 77
80—
-5
] CDLK2-180/18 4 5.5 234 228 212 195 171 151 126 94
60 +—-4 E— 200
e — —
3 — | . . .
40 Installation sketch ® Size and weight
- = — " o g
e . B
20 D . 100 Model Size (mm) Weight
— DL A | B | c | D]/ D (ke)
0 0.0 |
0.0 05 1.0 15 20 25 3.0 35 40 Q [m’h] 4 ‘ h CDLK2-202 | 438 | 123 | 315 | 117 | 148 15
P2 P2 Eta
[hp 14 TkW] [%] l CDLK2-303 | 499 | 141 | 358 | 142 | 170 18
1025 60
030 20 © ° CDLK2-40/4 | 517 | 159 | 358 | 142 | 170 20
1o o
] P2
020 015 40 RIE CDLK2-50/5 | 535 | 177 | 358 | 142 | 170 20
1 7
1010 Eie 30 #
0.10 1 L—] ! CDLK2-60/6 | 553 | 195 | 358 | 142 | 170 2
1005 20 <
] | 3
0.00 3 0.00 10 ‘ CDLK2-70/7 | 626 | 213 | 413 | 155 | 190 27
0.0 05 1.0 15 20 25 3.0 35 40 Q[m’h] ‘
H H NPSH NPSH | AX DTS
[F11) [m] Lmll [ fe] w CDLK2-90/9 | 662 | 249 | 413 | 155 | 190 31
|
504 T OGN o = ‘
gle) _
w0l n w Lo ; CDLK2-110/11 | 698 | 285 | 413 | 155 | 190 31
309 ¢ I g [30 ‘
2 1 g 2 \ CDLK2-13013 | 769 | 321 | 448 | 165 | 197 37
104 * [NpsH — 4 Lo 1 J
0d o o Lo o120 CDLK2-150/15 | 805 | 357 | 448 | 165 | 197 37
0.0 05 1.0 15 2.0 25 3.0 35 4.0 Q [m¥h] D160
‘ : : : : : 180 CDLK2-180/18 | 879 | 411 | 468 | 185 | 230 4
0.00 0.25 0.50 0.75 1.00 Qlls]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.

Hangzhou Nanfang Hangzhou Nanfang \
3 Special Pump Industry Co.,Ltd Special Pump Industry Co.,Ltd 4




CDLK/CDLKF3,60Hz Technical Data

® Performance curve 1IS09906 Annex A ® Performance table
Driving motor
15 2 25 3 35 4 45 5
0 2 4 6 8 10 12 14 16 Q [IM.GPM ] Model (kW) (hp) (m*/h)
o CDLK3-20/2 0.37 05 17.5 16 15 14 13 11 9 8
[E]O 2 4 ¢ 8 L S QUSGPM] [g] CDLK3-30/3 055 | 075 26.5 25 24 23 20 18 15 12
w00 CDLK3-40/4 055 | 075 35 34 3 30 27 25 20 17
240 CDLK3/CDLKF3 CDLK3-50/5 0.75 1 44 2 40 38 33 31 26 23
o |25 | CDLK3-60/6 L1 15 51 50 48 45 40 37 3 27
0 — | 700 CDLK3-70/7 11 15 61 59 56 52 46 4 38 31
B I — CDLK3-80/8 11 15 H 70 67 64 61 53 49 44 35
21
=2l | CDLK3-90/9 15 2 (m) 78 77 7 68 60 56 50 40
— ~
180 15 r 600 CDLK3-100/10 1.5 2 87 84 81 76 68 63 55 44
I e S ™~ CDLK3-110/11 15 2 96 92 87 82 74 69 59 48
160 -17 CDLK3-120112 | 22 3 104 100 96 90 79 73 63 52
I — F 500
i \ CDLK3-130/13 | 22 3 112 109 104 98 86 30 69 57
140
B CDLK3-150/15 | 22 3 129 126 120 12 99 9% 81 65
I e N \
120 L-13 — | 400 CDLK3-170/17 | 22 3 147 143 137 128 114 106 91 74
o | T —] — \\ AN CDLK3-190/19 3 4 165 160 153 142 126 18 102 82
100+ \: E— ™~ CDLK321021 | 3 4 183 178 170 160 141 129 112 91
+\_\\\\\ t 300 CDLK3-230/23 3 4 200 194 185 174 154 142 122 98
80 -\\\ CDLK3-250/25 4 5.5 217 211 202 187 167 154 134 108
L\_\\\\E\\ 200 i . .
0T — — @ Installation sketch ® Size and weight
=S -\\\\i\ .
40 1 -4 D 100 Size (mm igh
S — T L 100 ot Model A | B ((: : D | DI W(ekf) '
2 - 2 — — |
e — - ‘ N CDLK3-20/2 438 | 123 | 315 | 117 | 148 15
o — 00 CDLK3-30/3 4s6 | 141 | 315 | 117 | 148 15
00 05 10 15 20 25 30 35 40 45 Q[mh] I CDLK3-40/4 474 | 159 | 315 | 117 | 148 15
° CDLK3-50/5 $35 | 177 | 358 | 142 | 170 19
P2 P2 Eta
9 CDLK3-60/6 553 | 195 | 358 | 142 | 170 21
[ hp 1| [kW] [%]
0.16 P2 60 . CDLK3-70/7 571 | 213 | 358 | 142 | 170 2
0.18 Fia Glg -
0.12 T 45 CDLK3-80/8 589 | 231 | 358 | 142 | 170 22
0.129 g,08 — 30 ‘
- ‘ CDLK3-90/9 662 | 249 | 413 | 155 | 190 27
— < -
0.064 0.04 15 | 3
‘ CDLK3-100/10 | 680 | 267 | 413 | 155 | 190 28
0007 0.00 0 ]
00 05 10 15 20 25 30 35 40 45 QlmI w ixwrs CDLK3-110/11 | 698 | 285 | 413 | 155 | 190 28
| I CDLK3-120/12 | 716 | 303 | 413 | 155 | 190 31
H H : NPSH NPSH :
. CDLK3-130/13 | 734 | 321 | 413 | 155 | 190 31
[ft]] [ m - sinelo) [m b ft] @ ‘
ud 8 — 4l ; CDLK3-150/15 | 770 | 357 | 413 | 155 | 190 32
6 3
}2 . 5 2 ; CDLK3-170/17 | 806 | 393 | 413 | 155 | 190 32
5 | NPSH — 1 ‘ CDLK3-190/19 | 877 | 429 | 448 | 165 | 197 37
6 3 1 J
0 0 ; 0 0 140 CDLK3-21021 | 913 | 465 | 448 | 165 | 197 38
X . 1. 1. 2. 2. X . 4. 4.
0003 0 5 0 S0 3s 0 5 Qlmh] 160 CDLK3-230723 | 949 | 501 | 448 | 165 | 197 38
T T T T T T T 180 CDLK3-25025 | 1005 | 537 | 468 | 185 | 230 44
0.0 025 0.50 0.7 1.00 125 Qlls]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.
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CDLK/CDLKF4,60Hz Technical Data

® Performance curve 1IS09906 Annex A ® Performance table
Driving motor
2.5 3 4 5 6 7 8
0 10 20 Q [IM.GPM ] Model (kW) (hp) | (m/h)
H O 10 20 30 QIUSGPM] g CDLK4-20/2 0.75 1 26 25 23 21 19 16 14
[m] L[ft]
CDLK4-30/3 11 5 39 38 36 32 28 24 21
% CDLK4/CDLKF4
220 00 CDLK4-40/4 15 2 52 50 48 44 38 35 31
- 14
200 CDLK4-50/5 22 3 65 62 60 55 49 44 39
b 600 H
180 —13 CDLK4-60/6 22 3 (m) 78 75 72 67 59 54 47
160 | 00 CDLK4-70/7 3 4 9} 88 84 78 69 62 55
140 =12
— | CDLK4-80/8 3 4 104 100 95 90 79 72 63
120 E— b 400
-3 CDLK4-100/10 4 55 130 125 120 113 102 90 80
100 =L
| 300 CDLK4-120/12 4 55 156 150 145 136 122 109 96
%0 —=6""] T
=5 CDLK4-140/14 55 7.5 182 176 170 159 145 129 112
60 ==t E— 200
— CDLK4-160/16 55 75 207 201 196 183 165 146 128
0 = — |
-2 — \ 100 . . -
2 [ — — @ Installation sketch ® Size and weight
——
D 100 Size (mm igh
0 0.0 1 Model T ((: )D = W(ig)t
0 1 2 3 4 5 6 7 8 Q [m%h] Dli g
P2 P2 Eta 4 ' h CDLK4-20/2 506 | 148 | 358 | 142 | 170 15
[hp 1{[kW] (%]
100 00 | CDLK4303 | 533 | 175 | 358 | 142 | 170 18
0607 440 Lta 50 °
b L] P2 CDLK4-40/4 615 | 202 | 413 | 155 | 190 23
0.40 1 030 40 S)
] ///
] 020 = 30 GIL” CDLK4-50/5 | 642 | 229 | 413 | 155 | 190 27
0.20 ; a
1010 20 I
] | CDLK4-60/6 669 | 256 | 413 | 155 | 190 27
0.00 - 0.00 10 < | =+
0 1 2 3 4 5 6 7 8 Q [mYh] ! il
i CDLK4-70/7 731 | 283 | 448 | 165 | 197 33
H H NPSH NPSH 1
(el fm) [m]|[fe] | CEYAL
1 20 | 25 g 1 CDLK4-80/8 758 | 310 | 448 | 165 | 197 33
60 1 QH(single) I
504 16 2.0 E !
wl b — s 6 ) CDLK4-10010 | 832 | 364 | 468 | 185 | 230 38
7 I
304 ¢ | — 0 4 ;
204 NPSH T ) ‘ CDLK4-12012 | 886 | 418 | 468 | 185 | 230 38
04 4 05 w1 )
0- 0 00 “o 140 CDLK4-140/14 | 1055 | 472 | 583 | 210 | 260 63
0 1 2 3 4 5 6 7 8 Q [m¥h] 160
. . . . . . . . . . . ) D180 CDLK4-160/16 | 1109 | 526 | 583 | 210 | 260 65
0 0.5 1.0 1.5 2.0 QIlls]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.
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CDLK/CDLKF8,60Hz Technical Data

® Performance curve 1IS09906 Annex A ® Performance table
Driving motor
1 1
0 10 20 30 40 50 Q [IM.GPM] Model (kW) (hp) (m*/h) g g 0 ® i 12 3 E
H 0 10 20 30 40 50 60 Q [US.GPM] H CDLKS8-20/2 1.5 2 27 26 25 24 23 22 20 18
[m] L[ft]
CDLKS-30/3 22 3 41 40 38 37 35 33 30 28
CDLKS8/CDLKF8
20 AL
—— r 700 CDLKS-40/4 3 4 55 54 52 50 47 45 41 38
200
-12 H
150 — I 00 CDLKS-50/5 3 4 70 68 65 63 59 56 52 47
SN (m)
160 {-10 - CDLKS-60/6 4 55 85 82 78 76 7 68 62 57
——
140
CDLKS-80/8 55 7.5 11s 110 105 101 97 91 84 75
=
120 — 400
CDLKS8-100/10 | 75 10 145 140 132 126 122 115 105 95
100 +—
== L 300
s —— CDLK$-12012 | 7.5 10 173 167 160 152 147 132 125 115
80 —_—
—— —
o = — | — 200
S ] — CDLKS-140/14 1 15 202 195 188 179 174 163 147 135
—— ——
]
© 1= —— 100 i i i
» T ® Installation sketch ® Size and weight
D 125 Size (mm igh
0 00 or Model A B é )D DI W(if)t
0 1 2 3 4 5 6 7 8 9 10 1 12 13 14 Q[m%] i
P2 P2 Eta i ‘ N
CDLK8-202 | 569 | 150 | 419 | 155 | 190 3
[ hp 1{[kW] [%]
107 Eta 60
0904 P I
1 0.60 50 CDLKS-30/3 | 599 | 180 | 419 | 155 | 190 37
] 1 P2 o
0.60 1 048 40
60 1 -— o
1036 30 CDLKS-40/4 | 664 | 210 | 454 | 165 | 197 45
0.30 1 0.24 20 G2
1 012 10 | CDLKS8-50/5 694 | 240 | 454 | 165 | 197 47
0.00 1 0.00 0 < | -
o 1 2 3 4 5 6 7 8 9 10 11 12 13 14 Q[m¥h] ! -
| CDLKS-60/6 | 744 | 270 | 474 | 185 | 230 52
H H NPSH NPSH w o
T T
”5‘0]7 [‘1“5] QH(single) [;“] [ft] | —
— ] s } CDLKS-80/8 | 919 | 330 | 589 | 210 | 260 7
404 12 ~ g, @
Il
09 9 3L ! CDLKS-100/10 | 979 | 390 | 589 | 210 | 260 78
204 6 2 L i
NPSH L+ . w
1043 i 3 AN CDLKS$-12012 | 1039 | 450 | 589 | 210 | 260 80
0- 0 T 0 ®200
0 1 2 3 4 5 6 7 8 9 10 1 12 13 14 QI[m¥] 0225
CDLKS-140/14 | 1200 | 510 | 690 | 255 | 330 135
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ 250
0 0.5 1.0 1.5 2.0 2.5 3.0 35 4.0 Q[ls]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.
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CDLK/CDLKF16,60Hz Technical Data

® Performance curve 1IS09906 Annex A ® Performance table
Driving motor
10 12 14 16 18 20 22 24 26
0 20 40 60 80 Q[IM.GPM] Model (kW) (hp) (m*/h)
H O 20 40 60 80 100Q [US.GPM] CDLK16-20/2 4 55 38 37 36 35 34 2 30 27 2
[m] L[ft]
CDLK16/CDLKF16 CDLK16-30/3 55 75 57 56 55 54 51 48 45 40 36
220
- 10 L 700
200 — CDLK16-40/4 7.5 10 76 75 7 7 68 64 60 54 49
H
150 L 600 (m)
I CDLK16-50/5 1 15 9% 94 92 9 85 80 75 68 62
160 —
1, I — F 500
L0 == _— CDLK16-60/6 1 15 115 113 11 108 102 9% 91 82 75
\\
=i F 400
120 — CDLK16-70/7 15 20 135 132 129 126 119 13 106 96 88
100 =2 E—
— F 300
) CDLK16-80/8 15 20 155 152 148 144 137 130 122 111 101
80
- T
60 =3 — F 200 CDLKI6-100/10 | 18.5 25 195 192 187 181 174 165 153 139 127
—
) ——
40 —
 E— - - -
" — 100 @ Installation sketch ® Size and weight
D 1 Model Size (mm) Weight
0 ; 0.0 DI . A B C D | DI (kg)
0 2 4 6 8 10 12 14 16 18 20 22 24 Q[mbh] ‘
P2 m’ Eta 7 ‘ N
[hp 1 (kW] [%] CDLK16-202 | 654 | 180 | 474 | 185 | 230 50
S0 0 80 |
B | Eta CDLK16:303 | 814 | 225 | 589 | 210 | 260 65
1 30 — 60 o
i | —T S
25 20 40
] |1 1 P2 . CDLK16-40/4 | 859 | 270 | 589 | 210 | 260 75
110 — 20 ‘ ‘gzzzq/i
00 00 0 < | | | ] CDLK16-50/5 | 1005 | 315 | 690 | 255 | 330 130
0 2 4 6 8 10 12 14 16 18 2 22 24 Q[mh] ‘
|
H H NPSH NPSH w
[ft]] [m] ‘ ‘ [mIl[ft] ] 4xX®9 CDLK16-60/6 | 1050 | 360 | 690 | 255 | 330 132
25 - 10 !
754 QH(single) 30 |
g4 2 81 o m !
— \ CDLK16-70/7 | 1095 | 405 | 690 | 255 | 330 140
1 s 6 \
45 18
304 10 4L ?
R T > L U, CDLK16-80/8 | 1140 | 450 | 690 | 255 | 330 140
0o o f 0 ®200
0 2 4 6 8§ 10 12 14 16 18 20 22 24 Q[m’h] 225
CDLK16-100/10 | 1290 | 540 | 750 | 255 | 330 150
‘ ‘ ‘ ‘ ‘ ‘ ‘ — 250
0 1 2 3 4 5 6 QIlls]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.
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CDLK/CDLKF20,60Hz Technical Data

® Performance curve 1S09906 Annex A ® Performance table
Driving motor
12 16 20 24 28 32 34
0 20 40 60 80 100 Q [IM.GPM ] Model (kW) (hp) | (m/h)
W0 20 40 60 80 100 120 140 Q[USGPM] CDLK20-20/2 4 55 38 37 35 32 29 24 21
[m] [ft]
200 —— CDLK20/CDLKF20 CDLK20-30/3 5.5 75 58 56 53 50 45 38 33
\\
180 - 600 CDLK20-40/4 75 10 78 75 72 67 60 51 45
H
160 — (m)
— w0 CDLK20-50/5 1 15 08 94 90 85 75 64 57
I — I~
— CDLK20-60/6 1 15 118 13 108 102 91 77 70
» \ \ \
120 I 400
T \ CDLK20-707 | 15 20 138 133 127 19 107 91 8
-5 T~
100 \\
» — NG [~ 300 CDLK20-80/8 15 20 158 153 146 137 123 105 9%
80
o =3 L 00 CDLK20-10010 | 185 25 198 193 185 172 155 133 122
—
—
[
s —— S . .
“© — ~ @ Installation sketch ® Size and weight
— - 100 -
20 ~ D 1 Model Size (mm) Weight
DL Al B | c| DDl | (ke
0 0 e ‘ N
o ] . M i 0 , 25 M 0 (mih] CDLK20-202 | 654 | 180 | 474 | 185 | 230 50
m
[:2] [kpé] [Eo/“"] o CDLK20-30/3 | 814 | 225 | 589 | 210 | 260 65
p - 0
32 80
44 24 Eta ©
34 % ] P2 €0 e CDLK20-40/4 | 859 | 270 | 589 | 210 | 260 75
5 4 16 40
—
14 os e 20 \ "ﬁﬂﬁ/i
04 00 0 < | ] CDLK20-50/5 | 1005 | 315 | 690 | 255 | 330 | 130
0 4 8 12 16 20 24 28 32 Q[m¥h] ‘
:
H H NPSH, NPSH ] AX®9 CDLK20-60/6 | 1050 | 360 | 690 | 255 | 330 132
[ftH [I;OJ QH(single) l;n] [ft] ‘
64 — 24 @ ‘
48 15 6 | g ; CDLK20-70/7 | 1095 | 405 | 690 | 255 | 330 140
324 10 I 4 |y ‘
164 5 NPSH 2 6 !
o) o o Lo 1 ) CDLK20-80/8 | 1140 | 450 | 690 | 255 | 330 140
0 4 8 12 16 20 24 28 2 Q[mbh] 200
D225 CDLK20-100/10 | 1290 | 540 | 750 | 255 | 330 150
I T T T T T T T T T T 250
0 1 2 3 4 5 6 7 8 9 10Q [1s]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.
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CDLK/CDLKF32,60Hz Technical Data

® Performance curve 1IS09906 Annex A ® Performance table
Driving motor
20 24 28 32 36 40 4 48
0 40 80 120 160 Q [IM.GPM] Model (kW) (hp) (m*/h)
CDLK32-10/1-1 | 3.0 4 20 19 18 17 15 13 10 7
0 40 80 120 160 200Q [US.GPM ] H CDLK32-10/1 4.0 55 26 25 24 23 21 19 17 14
[m] (] CDLK322022 | 55 7.5 41 40 38 35 31 27 2 17
i N T CDLK32/CDLKF32 CDLK2202 | 75 | 10 52 50 a8 i al 7 33 2
260 T\ CDLK323032 | 75 10 67 64 61 57 52 46 39 31
240 ‘/QT\ I L 00 CDLK32-30/3 11 15 78 75 71 67 62 56 50 40
0 P e T T O T N T T T T
/32 | k700 (m)
200 4217 [E—— ——— CDLK32-5055-2 | 15 20 119 115 109 102 94 84 73 59
| R
—
150 /7-2 \\ \ L 600 CDLK32-50/5 18.5 25 130 125 119 112 104 94 83 69
(6| L I Ny CDLK32-60/6-2 | 185 25 145 140 134 126 116 104 90 74
160 =—|/6-2 CDLK32-60/6 185 25 155 150 144 136 126 114 100 81
— — T~ b 500
140 122 i iyt R NS NN CDLK32-707-2 | 22 30 172 166 158 149 137 123 106 86
- —
32 — T \\\ 400 CDLK32-70/7 2 30 182 176 168 159 148 133 118 97
120 + /4 B
CDLK32-80582 | 22 30 196 190 182 172 159 143 124 102
/4-2 — \\\\
100 i — — 300 CDLK32-80/8 30 40 208 201 192 181 167 152 132 111
50 = 2 i S S N CDLK32:909-2 | 30 40 223 216 206 194 179 162 142 17
- . — T T 0 CDLK32-90/9 30 40 234 226 216 204 189 172 152 127
00 ¢ = I L ) CDLK32-100/102| 30 40 248 241 231 217 201 181 159 133
40 1 1 —
—_— — I | L 100 . . .
20— B — — @ Installation sketch ® Size and weight
I .
0 0.0 D1 Model Size (mm) Weight
0 4 8 12 16 20 24 28 32 36 40 44 48 Q[mYh] ‘ A B © D D1 (kg)
CDLK32-10/1-1 | 646 | 186 | 460 | 165 | 197 65
P2 P2 Eta !
[ hp kW] [%] CDLK32-10/1 666 | 186 | 480 | 185 | 230 75
o] 40 Eta %0 CDLK32-2022 | 851 | 256 | 595 | 210 | 260 85
o 2o — P2 1/ o CDLK32-20/2 851 | 256 | 595 | 210 | 260 95
17 ’%’__//—— 1 P2 2/3 CDLK32-3032 | 921 | 326 | 595 | 210 | 260 100
] 1 —
254 20 —— 40 CDLK32-30/3 1034 | 326 | 708 | 255 | 330 150
1 10 /7‘ 2 CDLK32-40/4-2 | 1104 | 396 | 708 | 255 | 330 155
w03 0o . CDLK32-40/4 1104 | 396 | 708 | 255 | 330 185
- : . CDLK32-50/52 | 1174 | 466 | 708 | 255 | 330 195
0 4 8 12 16 20 24 28 32 36 40 44 48 Q [m’/h]
CDLK32-50/5 174 | 466 | 768 | 255 | 330 215
e e m—— NPSH|NPSH CDLK3260/6-2 | 1304 | 536 | 768 | 255 | 330 | 225
4 30 (2330w [m] [3f(§] CDLK32-60/6 | 1304 | 536 | 768 | 255 | 330 225
804 24 ‘ ‘ —— 8 DLK32-70/7-2
TRRTETE — T ” CDLK32-70/7 1414 | 606 | 808 | 285 | 360 260
60 18 6 | g CDLK32-70/7 1414 | 606 | 808 | 285 | 360 260
404 12 4t CDLK32-80/8-2 | 1484 | 676 | 808 | 285 | 360 265
L —t
2096 s 2 re CDLK32-808 | 1554 | 676 | 878 | 310 | 400 | 305
0= 0 o CDLK32-9092 | 1624 | 746 | 878 | 310 | 400 | 315
0 4 8§ 12 16 20 24 28 32 36 40 44 48 h
QLm7h] CDLK32-90/9 1624 | 746 | 878 | 310 | 400 315
- T CDLK32-100/10-2| 1694 | 816 | 878 | 310 | 400 325
0 2 4 6 8 10 12 QI[Us]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.
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CDLK/CDLKF42,60Hz Technical Data

® Performance curve 1IS09906 Annex A ® Performance table
Driving motor
30 35 40 2 45 50 55 60 65
0 40 80 120 160 200 Q [IM.GPM] Model (kW) (hp) | (m/h)
- - 5.5 7.5 29 28 27 26 25 23 21 19 16
u 0 40 80 120 160 200 240 QIUSGPM] g CDLK42-1071-1
[m] [ft] CDLK42-10/1 75 10 34 33 32 315 30 29 27 25 2
280 CDLK42/CDLKF42 1 409 CDLK42-20/2-2 11 15 57 55 53 52 49 46 43 38 33
260 CDLK42-20/2 is 20 69 67 65 63 61 59 55 50 44
/7 L
240 2 800 CDLK42-303-2 | 185 25 90 88 85 83 80 75 72 63 55
220 — — H
CDLK42-30/3 185 25 102 100 97 95 92 88 82 76 68
1 —1 ~ = 700 (m)
200 ! CDLK42-40/4-2 | 22 30 125 121 118 115 12 105 98 89 78
—
180 2 — \\ \ - 600 CDLK42-40/4 30 40 136 133 129 126 123 117 112 102 89
160 /52 e N
B —~L L s00 CDLK42-50/5-2 | 30 40 159 154 149 146 142 134 121 115 99
140
— CDLK42-50/5 30 40 171 166 161 158 154 145 138 126 112
120 = R e N e L 400
I — — CDLK42-60/6-2 | 37 50 194 188 182 178 173 163 155 139 122
100 /32 —
- I \\\\ I 300 CDLK42-60/6 37 50 205 200 193 190 186 176 166 152 134
80 + /2 B—
—— ~— CDLK42-70/7-2 | 45 60 227 220 213 210 205 193 182 165 144
60 22 — 200
—
" B \\\\\ CDLK42-70/7 45 60 239 232 226 221 216 204 194 178 157
I 100
/1-1 —— — H H H
20 ' — @ Installation sketch ® Size and weight
0 0.0 DI Size (mm) Wei
eight
0 5 10 15 20 25 30 35 40 45 50 55 60 /h ; Model
Q [m¥h] : ode A|lB|c|[D|[D| e
P2 P2 Eta ‘ CDLK42-10/1-1 | 807 | 198 | 609 | 210 | 260 83
[ hp I7[kW] I ; [%]
¢4 60 LA S CDLK42-10/1 | 807 | 198 | 609 | 210 | 260 | 88
L —— Eta
64 as | —T — ] . CDLK42-2022 | 1000 | 278 | 722 | 255 | 330 129
| T —T [ —] P2 273
44 30 —— — 40 CDLK42202 | 1000 | 278 | 722 | 255 | 330 162
e
24 15 20 CDLK42-303-2 | 1140 | 358 | 782 | 255 | 330 175
07 00 0 CDLK42303 | 1140 | 358 | 782 | 255 | 330 175
0 5 10 15 20 25 30 35 40 45 50 55 60 Q[mYh]
CDLK42-40/4-2 | 1260 | 438 | 822 | 285 | 360 232
H H NPSH NPSH
[f [m ] | | [m]| [ft] CDLK42-40/4 | 1330 | 438 | 892 | 310 | 400 310
50 10
160 20 11 3‘500rp1‘nl/1 e 30 CDLK42-50/5-2 | 1410 | 518 | 892 | 310 | 400 315
120 0 acoo S ———1 | 24
00| 30 QH 3500 rpm2/3 — 6 | CDLK42-50/5 | 1410 | 518 | 892 | 310 | 400 315
S0 L NPsH T ~— .
60 12 CDLK42-60/6-2 | 1490 | 598 | 892 | 310 | 400 338
30 10 2 6
ol o o Lo CDLK42-60/6 | 1490 | 598 | 892 | 310 | 400 338
3
0 s 101520025 300 35 40 45 50 5560 Q [mvh] CDLK42-70-7-2 | 1610 | 678 | 932 | 345 | 450 | 408
L e s s S R CDLK42-70/7 | 1610 | 678 | 932 | 345 | 450 408
0 25 5 75 10 12.5 15 QIlUs]

The overall dimensions of the single-phase motor and explosion-proof motor are a little changed. Pls contact us for details.
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